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Resumen
Los polímeros tradicionales presentan un comportamiento mecánico no lineal y depen-
diente de la temperatura y velocidad de deformación. A este complejo comportamiento,
hay que añadirle una dependencia extra con los parámetros de impresión cuando se
trata con piezas fabricadas por impresión 3D. Todas estas dependencias hacen que la
caracterización mecánica y el modelado de polímeros impresos por 3D sean complejos.
Entre todas las tecnologías de impresión 3D, el modelado por deposición fundida (FDM)
es la más común para trabajar con polímeros termoplásticos. Toda pieza fabricada por
FDM presenta cierta porosidad y una respuesta mecánica anisótropa debidas al propio
proceso de fabricación. Sin embargo, lejos de ver esto como una desventaja, FDM puede
permitir fabricar piezas con propiedades mecánicas a medida mediante el control de los
parámetros del proceso de impresión.
Esta tesis doctoral profundiza en el estudio de la relación entre los parámetros de
impresión y las propiedades mecánicas de piezas poliméricas fabricadas por FDM. Para
ello, es necesario estudiar y comprender la mecánica y termodinámica del proceso de
impresión para avanzar en el conocimiento de la relación última entre parámetros de
impresión y propiedades mecánicas. El objetivo final de esta tesis ha sido desarrollar
herramientas de análisis y un modelo constitutivo para predecir la respuesta mecánica
de termoplásticos fabricados por impresión 3D. Para alcanzar este objetivo, esta tesis se
ha dividido en tres bloques principales:
i. El primer bloque proporciona una caracterización experimental de la mesostructura
y del comportamiento mecánico de probetas fabricadas por FDM. Se ha estudiado
la influencia del espesor de capa, la orientación de impresión y el número de capas.
Además, a partir de observaciones experimentales, se han desarrollado expresiones
analíticas para la predicción de la densidad de vacíos y las propiedades mecánicas.
ii. En el segundo bloque se han desarrollado modelos térmicos y de sinterización
que permiten analizar la mecánica y termodinámica del proceso de impresión.
Estos modelos han permitido estudiar el proceso de unión entre filamentos que
tiene lugar durante la fabricación y la influencia de los parámetros de impresión
sobre la mesostructura de piezas fabricadas por FDM. La combinación de estos
modelos con las expresiones analíticas propuestas en el bloque previo, han permitido
crear una metodología para predecir las propiedades mecánicas en función de los
parámetros de impresión. Esta metodología proporciona los fundamentos sobre
las características de los termoplásticos fabricados por FDM que motiva futuros
modelos para la optimización de las propiedades mecánicas en función de los
requisitos de servicio.
iii. Finalmente, basado en observaciones experimentales, el tercer bloque presenta
un modelo anisótropo visco-hiperelástico del continuo para polímeros fabricados
por FDM. Este modelo incluye la dependencia de la respuesta mecánica con los
parámetros de impresión analizados.
La metodología propuesta en esta tesis se ha aplicado a un caso específico, incluyendo
experimentación y simulaciones computacionales sobre el Acrilonitrilo Butadieno Estireno
(ABS). Este termoplástico ha sido elegido, sin pérdida de generalidad, por ser uno de los
materiales más empleados en FDM.
viii
Abstract
Traditional polymers present a complex mechanical behaviour by means of nonlinearity,
temperature and rate dependencies. To these complexities, we need to add extra depen-
dencies on printing process parameters when dealing with components manufactured by
3D printing. All these dependencies together make the characterisation and modelling
of 3D printed polymers very challenging. Among all the 3D printing techniques, fused
deposition modelling (FDM) is the most common for thermoplastic components. FDM
components are porous materials with an anisotropic behaviour derived from the manu-
facturing process. However, despite it can seem a disadvantage, customised mechanical
properties can be obtained by controlling these variables through the printing process.
This doctoral dissertation deepens in the understanding of the relationship between
the printing parameters and mechanical properties of FDM polymers. In this regard,
it is also necessary to deal with the study of the mechanics and thermodynamics of
the printing process. The final aim of this thesis is to provide analytical tools and a
continuum mechanics constitutive model to predict the mechanical response of 3D printed
thermoplastics. To this end, this thesis is composed of three principal blocks:
i. The first block provides an experimental characterisation of the mesostructure
and mechanical performance of FDM components. The influence of layer height,
raster orientation and number of layers is studied. On the other hand, from the
experimental observations, analytical expressions for the prediction of the void
density and mechanical properties are developed.
ii. In the second block, the mechanics and thermodynamics of the FDM process are
studied through the development of thermal and sintering models. These permit to
analyse the bonding process that takes place during the manufacturing process and
study the influence of the printing parameters on the mesostructure of the FDM
components. The combination of these models with the analytical expressions
developed in the previous block allows for the proposal of a methodology to predict
the final mechanical properties as a function of the printing parameters. This
methodology provides the fundamentals of FDM thermoplastic characteristics to
motivate further models and tools for optimisation of the mechanical properties as
a function of the final requirements in service.
iii. Finally, based on experimental observations, an anisotropic viscous-hyperelastic
constitutive model for FDM polymers is developed in the third block. This model
includes the dependence of the printing parameters on the mechanical behaviour.
The methodology proposed in this thesis has been applied to a specific case, including
experiments and computational simulations on Acrylonitrile Butadiene Styrene (ABS).
This FDM thermoplastic has been chosen, without loss of generality, because it is one of
the most common solutions for FDM components.
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This doctoral research aims at analysing the mechanical behaviour of 3D printed polymers
and the influence of the printing process on it. To this end, this dissertation develops a
complete study going from an experimental characterisation of the mechanical response
of 3D printed polymers to constitutive modelling.
1.1 Motivation of the research
Additive manufacturing (AM) technologies are in continuous development and progres-
sively incorporated into numerous manufacturing processes (Bandyopadhyay and Bose,
2015). Among the other names used for AM, such as rapid prototyping or solid freeform
fabrication, the most common is three-dimensional (3D) printing. Contrary to traditional
manufacturing, which fabricates products by removing material, AM techniques fabricate
components by the addition of material. This comes down to efficient use of the material
and minimal waste while offering components with satisfactory accuracy in geometry
(Srivatsan and Sudarshan, 2015). Moreover, 3D printing allows for building 3D designs
directly from a computer-aided design (CAD) file without the need for specific tools or
dies (Bandyopadhyay and Bose, 2015).
Since the manufacture of the first printer in 1988, the AM market has been evolving
reaching approximately $1850 million in 2012 and having been projected almost the double
in 2017 (Bandyopadhyay and Bose, 2015). Therefore, industrialised rapid manufacturing
has been positioned on the cup of emerging technologies providing shorter production
times and great flexibility in the design (Bandyopadhyay and Bose, 2015).
The original technologies were developed for quick prototyping by the use of polymeric
materials. However, this initial purpose has been moved, over the last years, into the idea
of fabricating functional parts incorporating other materials. Nowadays, the different
AM processes allow for the use of various materials such as polymers, composites, metals
and ceramics. Currently, the use of polymers in 3D printing remains primarily intended
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for the manufacture of prototypes; however, the incorporation of new polymers for 3D
printing has opened the opportunity to manufacture polymeric functional parts.
Despite all these advantages, 3D printing techniques offer inferior mechanical prop-
erties due to their manufacture process by layers (Ngo et al., 2018). Multiple layers
are deposited in the plane (X–Y direction), one on top of the other, building the third
dimension (Z) (Bandyopadhyay and Bose, 2015). This causes additional porosity resulting
in anisotropic behaviour. Therefore, unlike thermoplastic polymers manufactured by
other traditional techniques, the mechanical response of 3D printed polymers is highly
influenced by the printing and process parameters.
However, far from considering the porosity and anisotropy as disadvantages, they
allow for the customisation of mechanical properties by controlling the influence of
printing parameters. Although there have been many authors approaching this study in
the last years, there is still an absence of adequate tools that allow for the optimisation
of the printing parameters as a function of the final requirements.
In order to deepen in the control of the mechanical performance of 3D printed
polymers, this doctoral dissertation proposes the study of the influence of printing
parameters on the mechanical properties of 3D printed polymers. Thus, this research
connects experimental results with modelling tools, providing a breakthrough in the
future customisation of mechanical properties of 3D printed polymers.
1.2 Objectives and methodology
This doctoral dissertation deals with the study of the influence of printing parameters on
the mechanical behaviour of 3D printed polymers. The final aim is to develop modelling
tools for the prediction of the mechanical behaviour of these materials. To this end, it is
necessary to study the mechanics and thermodynamics of the 3D printing process.
Among all the AM technologies for polymers, this research focuses on fused deposition
modelling (FDM), a specific manufacturing process for thermoplastic materials.
To achieve the main purpose, some specific objectives have been established as follows:
i. Experimental characterisation of the influence of 3D printing on the mesostructural
and mechanical properties of FDM thermoplastics; and development of analytical
expressions for the prediction of these properties. To this end, starting from the
analysis of the studies available in the literature, the most relevant printing param-
eters are identified. The mesostructural characterisation analyses the influence of
these printing parameters on porosity and internal geometry of the 3D printed struc-
tures. For the mechanical characterisation, an experimental campaign is proposed
through the development of uniaxial tensile test under quasi-static conditions at
two different strain rates. In addition, analytical expressions are proposed based on
experimental results for the prediction of void density and mechanical properties.
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ii. Analysis of the thermodynamics of the FDM process. The understanding of the final
properties of these materials requires the identification of the different processes
that take place from the extrusion to deposition and the subsequent bonding process
between adjacent filaments. This analysis is accompanied by the development of
thermal and sintering models.
iii. Modelling of the manufacturing process and prediction of the mechanical properties
through the proposal of a methodology combining the tools developed in the
previous tasks.
iv. Development of a continuum constitutive model for FDM polymers formulated for
finite deformations within a thermodynamically consistent framework.
1.3 Outline of the research
This doctoral dissertation is divided into seven chapters following the objectives and
tasks presented above:
• Chapter 1. This chapter introduces the motivation of this research as well as the
objectives and methodology followed to archive them.
• Chapter 2. This chapter presents the bases for the further development of this
doctoral research. First, an introduction of the additive manufacturing technologies
is presented. Then, an analysis of the mechanical behaviour of thermoplastic
polymers and 3D thermoplastic polymers is introduced. Lastly, a review of modelling
approaches used to model the mechanical response of thermoplastics and 3D printed
thermoplastics is presented. These provide the basis for the further development of
the continuum constitutive model.
• Chapter 3. The mesostructure and mechanical behaviour of FDM polymers are
highly influenced by the manufacturing process. In order to study the influence
of printing parameters on both structural and mechanical properties of FDM
thermoplastics, a complete characterisation program is conducted. Specifically, the
study focuses on the influence of layer height, raster orientation and number of layers
on FDM acrylonitrile butadiene styrene (ABS) components. In addition, based on
the results obtained from the mechanical characterisation, analytical expressions
are proposed for the prediction of void density and mechanical properties as a
function of the printing parameters studied.
• Chapter 4. This chapter deals with a thermodynamic analysis of the FDM printing
process. This chapter provides an adequate understanding of the FDM process and
the development of thermal and sintering models that allow the reproduction of
the bonding process between filaments.
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• Chapter 5. This chapter combines the thermal and sintering models developed
in Chapter 4 with the analytical expressions proposed in Chapter 3 to develop
a methodology that allows for the prediction of the structural and mechanical
properties of 3D printed polymers. This takes the printing parameters and filament
properties as input data. Finally, this methodology allows us to provide a parametric
study from end-to-end simulations of the printing process and analyse the effects
of different manufacturing parameters in the mechanical performance of ABS
components.
• Chapter 6. A new hyperelastic constitutive model for FDM polymers is proposed
based on the experimental observations and data obtained in previous chapters. This
model describes the mechanical behaviour of porous materials with a transversally
isotropic response. Furthermore, it takes into account strain rate and printing
parameters dependencies. While the dependency with the layer height is captured by
the void density (porosity), a softening model is included to capture the dependency
with the number of layers. The model is validated with FDM ABS components
manufactured with different printing parameters and tested at different strain rates.
• Chapter 7. The main conclusions of this work, along with some research proposals
for future works, are presented in the last chapter.
Finally, Appendix A presents the fundamentals of continuum mechanics, which
are the bases for the development of the constitutive model for 3D printed polymers,
and Appendix B provides the planes of the grips used in the tests developed for the
experimental mechanical characterisation.
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This chapter is devoted to introducing the bases needed for the further development of
this Doctoral Research. To this end, the outline of the chapter is as follows: in Section
2.1, a summary of the different additive manufacturing technologies is presented, focusing
especially on the description of fused deposition modelling (FDM) process; in Section 2.2,
the mechanical behaviour of thermoplastic polymers is analysed as well as the mechanical
responses of polymeric structures manufactured by 3D printing; in Section 2.3, some
hyperelastic models presented in the literature are introduced. In addition, a review of
modelling approaches to define the mechanical response of 3D printed polymers to date
is introduced.
2.1 State of the art: additive manufacturing
Additive manufacturing (AM) is defined as a ‘process of joining materials to make objects
from 3D model data, usually layer upon layer’ (ASTM F2792-12a, 2012). Moreover, the
term 3D printing defines ‘the fabrication of objects through the deposition of a material
using a print head, nozzle or another printer technology’. Although both terms are often
used as synonymous, 3D printing is particularly associated with machines that are low
end in price and overall capability. The first 3D printing technology to appear was
stereolithography (SL) developed by Charles Hull in 1986 (Hull, 1986). This development
was followed by others such as powder bed fusion, FDM and inkjet printing (Ngo et al.,
2018).
Among the advantages of these technologies, one finds the fabrication of complex
geometries, flexibility in design permitting personal customization and a decrease in
cost and time (Ngo et al., 2018). Initially, 3D printers have been used to manufacture
prototypes. However, nowadays, AM is used in a wide variety of industries such as
aeronautics, biomechanics and construction, where it is used for manufacturing from
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prototypes to products (Ngo et al., 2018). In addition, novel materials and methodologies
are continuously being developed (Ngo et al., 2018).
A wide range of material such as metals, polymers, composites, ceramics and even
concrete are used in 3D printing. The advanced in metals and alloys for their use in
3D printing technologies has permitted its inclusion in the aerospace and automotive
industries. Regarding the polymers employed in 3D printing, Polylactic acid (PLA) and
acrylonitrile butadiene styrene (ABS) are the main choices, although high performance
polymers such as Polyether ether ketone (PEEK) are increasingly being used for this
purpose.
AM technologies can be categorized into seven groups: blinder jetting, directed energy
deposition, material extrusion, material jetting, powder bed fusion, sheet lamination
and vat photopolymerization (ASTM F2792-12a, 2012). These categories permit the
classification of the different AM processes attending to the type of machines, the state
of starting material and the working principle used for the manufacturing, Table 2.1.
Among the different 3D printing technologies used to fabricate polymeric components,
FDM, selective laser sintering and stereolithography are some of the most well-established
(Wang et al., 2017).
Table 2.1 Additive Manufacturing Process Categories (ASTM F2792-12a, 2012).
Additive Manufacturing State of starting
Working principle
processes materials
Binder jetting Powder Liquid bonding agent
Directed energy deposition Wire or powder Thermal energy
Material extrusion Filament Extrusion through a nozzle
Material jetting Droplets UV light
Powder bed fusion Powder Thermal energy
Sheet lamination Sheets of material Adhesive or welding process
Vat photopolymerization Liquid photopolymer UV light
FDM is a material extrusion process in which a thermoplastic filament goes through
a heated extruder and the material is deposited layer-by-layer. Polycarbonate (PC),
ABS and PLA are the most common thermoplastic used with this technology due to
their low melting temperature (Wang et al., 2017). However, nowadays the variety of
thermoplastics with a high melting point, such a PEEK, and reinforced thermoplastics
such as carbon fibre reinforced PLA, are available for FDM.
Selective laser sintering (SLS) is a powder bed fusion process where one or more
lasers selectively fuse or melt the particles at the surface layer by layer. Different types
of powdered materials can be used such as polymers, metals or ceramics.
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Finally, stereolithography (SLA) is a vat photopolymerization process where a pho-
topolymer material in liquid state is selectively cured and harden to a predetermined
thickness using one or more lasers. Acrylic and epoxy resins are the most used polymers
for SLA (Wang et al., 2017). The main advantage of this technology is the high resolution
of the finals printed components (Wang et al., 2017).
Despite the advantages that AM techniques offer in terms of versatility, cost and
time reductions, the inferior mechanical properties and the anisotropic behaviour of 3D
printed components are still the principal inconvenient of 3D printing (Ngo et al., 2018).
Due to the manufacturing process by layers, additional porosity is created, reducing the
interfacial bonding between layers (Ngo et al., 2018; Wang et al., 2017). The extent
of the void formation depends on the 3D printing technique, being more relevant in
methods that use materials in the form of filaments like FDM (Ngo et al., 2018; Wang
et al., 2017). However, although the porosity is normally considered as a defect, there
are some applications such as the design of scaffolds in tissue engineering (Ngo et al.,
2018) where this porosity can constitute an advantage. In addition, due to the nature
of layer-by-layer, the microstructure inside the layer is different than at the boundaries
between layers, giving place to an anisotropic behaviour (Ngo et al., 2018). For all these
aspects, it is important to have control over the flaw sensitivity and anisotropic behaviour
(Ngo et al., 2018).
2.1.1 Fused Deposition Modelling (FDM)
Among the different technologies that comprise the 3D printing term, FDM is the most
used for polymeric materials. As stated before for this technology, the state of the
starting materials is a filament that is extruded through a heated nozzle and deposited
as a thread of molten material (raster) on the platform (Rankouhi et al., 2016). When
a layer is finished, an additional layer is deposited on top of each other until the 3D
component is finished (Rankouhi et al., 2016).
This technology is commonly used with thermoplastic materials with a low melting
point; however, during the last years, different 3D printers have been developed to reach
a higher range of extrusion temperatures permitting the use of thermoplastics with a
higher melting point or metals.
A large number of variables have a great influence on FDM processes, see Figure 2.1.
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Figure 2.1 Influential parameters for components manufactured by FDM, adapted from
Rankouhi et al. (2016).
As users, we do not have control over some variables that affect the properties of
the final components, such as the filament properties or the 3D printer characteristics.
However, the user is responsible for defining the printing parameters. To understand the
influence of these parameters in the final appearance and mechanical properties of the
component, it is necessary to know the different steps that take place during the printing
processes as well as the influence of different printing parameters. Therefore, in the next
subsection, the definition of the printing parameters and the complete process of design
and printing is introduced.
2.1.1.1 Printing parameters and G-code definition
The building process of a 3D printed structure starts with the definition of the geometrical
features in a computer-aided design (CAD) model that is exported as a stereolithography
(STL or ‘Standard Triangle Language’) file. Then, a slicer software is necessary to slice
the 3D model into a build file of 2D layers (Cantrell et al., 2017) that subsequently is
converted into the specific instructions for the 3D printer (Wang et al., 2017). These
instructions define the deposition path. Apart from the geometry, defined in the STL file,
the slicer software needs the selected set of printing parameters to create the output file,
known as G-Code. G-Code is the set of commands used to control the nozzles’ movement,
as well as the speed and the amount of filament needed to extrude in each move. During
the modelling process, the material is deposited as a raster following the tour previously
designed.
Among the huge number of printing parameters that can be defined by the user, the
most relevant are layer height, line width, air gap and raster angle. The layer height
defines the thickness of each layer that composes the final component. On the other
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hand, the line width defines the width of each raster. Both parameters define the volume
of material that has to be extruded between two G-Code lines. The air gap determines
the distance between rasters, see Figure 2.2. Zero air gap defines a distance between
the centres of rasters equal to the line width. Positive air gap results in non-joint of
rasters, while negative air gap results in an overlay between rasters. Finally, the raster
orientation defines the infill angle, being the most convenient configuration alternating
layers 90◦, see Figure 2.3.
Positive air gap Zero air gap Negative air gap





Figure 2.3 Definition of raster orientation.
Once the printing parameters are defined, the slicer software determines the coordinate
of each movement necessary for manufacturing. At the beginning of G-code, some
instructions define the necessary temperatures for the extruder and the heat bed. The
different code lines that define each movement are specified by an initial standard G-Code
command, GXXX, followed by the coordinates X, Y, Z. The commands X and Y define
the position on the platform to which the extruder must move. The command Z defines
the height at which it must place, whose value corresponds to the layer height specified
by the user. In addition, in any code line, the command E controls the length of filament
to feed into the extruder between the start and endpoints. To do so, the 3D printer first
calculates the volume of material that must be deposited between two points, which is
calculated as
V = HWL (2.1)
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where H and W are the printing parameters of layer height and line width, and L is
the distance between the start and endpoints, which is calculated as a function of the
coordinates of each point (xi, yi) as
L =
√
(x1 − x2)2 + (y1 + y2)2 (2.2)




with φ being the diameter of the filament.
The space for the deposition of the material is delimited at the bottom by the platform
or the previous layer deposited, and by the extruder at the top, while the material flows
freely on the sides. Therefore, taking a single filament, the geometry expected is described
in Figure 2.4.




Figure 2.4 Cross-sectional geometry of a filament.
However, this geometry can undergo changes since immediately after the deposition
of a filament, it starts to cool from extrusion temperature to environmental temperature
(Bahr and Westkamper, 2018) while bonding with the adjacent filaments (Bellehumeur
et al., 2004; Sun et al., 2008).
2.2 Thermoplastic materials and 3D printed thermo-
plastic materials
To understand the mechanical response of 3D printed thermoplastics, it is necessary to
know the behaviour of these polymers manufactured by conventional techniques. In this
section, a summary of the mechanical behaviour of polymers is presented as well as a
review of the response of thermoplastics components manufactured by FDM.
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2.2.1 Mechanical behaviour of conventional thermoplastic poly-
mers
Polymers are a class of material whose microstructure contains many different length scales.
Their smaller chemical repeat unit is the monomer (Bergström, 2015a). These monomers
are linked into chain molecules which form a macromolecular network (Bergström, 2015a).
There are many different approaches to categorize polymers. Based on their properties,
polymers can be classified as elastomers, thermoplastics or thermosets (Bower, 2002).
Elastomers or rubbers are network polymers that are lightly crosslinked and they are
reversibly stretchable to high extensions. Because of the cross-links, they can not melt
and flow. Moreover, they become glassy or partially crystallised on cooling (Bower, 2002).
Thermoplastic polymers consist of linear or branched molecules. They soften or melt
when heated (Bower, 2002) being able to be exposed to different temperature cycles
without suffering significant degradation (Bergström, 2015a). Thermoplastic materials
can be separated into amorphous and semi-crystalline polymers. In amorphous polymers,
molecules form an entangled network with a random structure (Bergström, 2015a). On
the other hand, in semi-crystalline polymers, part of the molecular structure is crystalline,
consisting of layered lamellar crystals, and the other part is amorphous (Bergström,
2015a). Semi-crystalline polymers have a true melting temperature Tm. At temperatures
above Tm, crystalline domains break up and become disordered (Bergström, 2015a).
Regarding amorphous polymers and the amorphous region of semi-crystalline polymers,
they do not present melting temperature but soften significantly at temperatures above
glass transition temperature Tg (Bergström, 2015a). This temperature Tg defines a
transition from high to low Young’s modulus. In addition, both types of thermoplastics
have a ductile to brittle transition temperature whereby at temperatures below it, a
brittle failure is expected (Laiarinandrasana et al., 2009), see Figure 2.5. Regarding
thermoset polymers, they are network polymers heavily cross-linked (Bower, 2002). These
polymers, unlike thermoplastics, cannot be melt and they decompose at high enough
temperature (Bower, 2002).
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Figure 2.5 Evolution of Young’s modulus and toughness versus temperature for glassy
polymers (Laiarinandrasana et al., 2009).
Mechanical properties of polymers are highly dependent on temperature and strain
rate (Bower, 2002). In addition, polymers are viscoelastic materials that exhibit properties
of viscous liquids and elastics solids (Bower, 2002). At high temperatures or low strain
rates, polymers may be rubber-like, reaching lower Young’s modulus and yield stress
and being able to withstand large extensions without permanent deformations. On the
contrary, when temperature decreases or strain rate increases, a loss in ductility and
continuous hardening is observed. Therefore, polymers may be glass-like, reaching higher
Young’s modulus and yield stress.
Below the yield point, polymers present an elastic behaviour being able to recover
the initial strain when stress is removed. However, above this point, either permanent
deformation or fracture are reached after removing the stress. Figure 2.6 shows different
possible load-extension curves for a polymer: (a) shows extension with brittle fracture,
(b) localised yielding followed by fracture, (c) elastic linear region followed by necking,
cold drawing and work hardening process, (d) homogeneous deformation without distinct
yield point and (e) rubber-like behaviour (Bower, 2002). Due to the dependences of the
mechanical behaviour with temperature and strain rate, most thermoplastic polymers
can display all the different behaviours under the appropriate conditions.
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Figure 2.6 Different possible load-extension curves for a polymer (Bower, 2002).
During the deformation process, shear banding can be produced showing an orientation
along directions of principal shear stress, Figure 2.7. This mechanism is observed under
tension and compression conditions and is a primary mechanism in amorphous glassy
polymers. In addition, the development of necks during yielding is formed via shear
bands.
Figure 2.7 Shear banding.
Crazing is another phenomenon observed in some polymers that leads to microvoid
formation in a plane perpendicular to the maximum principal tensile stress. This
microvoids growth and coalesce leading to the formation of cracks. Contrary to shear
banding, crazing takes place only under tension conditions. This phenomenon occurs in
regions of high hydrostatic stress state, or in regions of very localized yielding. When
thermoplastics are stressed, stress-whitening zones can be observed being a sign of crazing
in some cases. While shear banding is more prevalent in semi-crystalline polymers, crazing
is typical in amorphous and glassy polymers.
On the other hand, the cavitation phenomenon is observed in many semi-crystalline
polymers deformed at temperatures above glass transition (Pawlak et al., 2014). Moreover,
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this phenomenon is observed in rubbers, crosslinked and glassy polymers. As crazing,
cavitation is produced under tension conditions but do not form in compression or shear.
Among the conventional processing methods for polymers, injection moulding, extru-
sion and blow moulding can be found (Bower, 2002). While injection moulding allows
for complex shapes, the shape obtained by extrusion depends on the shape of the die.
Moreover, blow moulding is used for the manufacturing of hollow products.
2.2.1.1 Thermoplastics used in 3D printing
ABS and PLA are two of the most used thermoplastics in FDM. Therefore, the under-
standing of the mechanical behaviour of these materials under conventional manufacturing
processes becomes essential.
Truss and Chadwick (1976) studied the effect of the strain rate and temperature on
the tensile response of ABS specimens manufactured by injection moulding. The typical
load-extension curve of ABS is shown in Figure 2.8a. In this curve, five different regions
can be seen. Initially, there is an elastic and linear region (1) followed by an elastic
non-linear region (2). The yield point coincides with the maximum stress (3). After
reaching the yield point, there is a strain softening region (4). Finally, the plastic flow
continues at constant stress (5). A range from 10−4 to 10−1 s−1 was studied at room
temperature tests. Before reaching or near yield point, two different behaviours were
observed depending on the strain rate. At low strain rates, diffuse shear zones appeared
on the edges of the specimen and began to propagate obliquely into it, producing necking
on the surface. On the other hand, at high strain rate, no distinct between shear zones
was observed although, at the yield point, a general clouding was observed along the
whole gauge length. After the yield point, during the load drop, the shear bands appeared
over the whole gauge length and began to propagate slowly into the specimen. Finally,
during the period of extension at constant or slightly decreasing load, a continued stress
whitening is produced. In all the cases, fracture occurs perpendicular to the applied
stress at highly stress whitened region of the gauge length, see Figure 2.8b.
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Figure 2.8 (a) ABS load-extension curve; (b) Fracture at 1.3910−4 s−1, 1.3910−3 s−1,
1.3910−2 s−1, 1.3910−1 s−1 and room temperature (Truss and Chadwick, 1976).
On the other hand, uniaxial tensile tests covering a temperature range from 293 K to
198 K at different strain rates were conducted. Yield stress increases linearly when the
temperature decreases. Similar fracture than that described at room temperature tests
was observed at low temperatures.
Regarding PLA, it is a biodegradable and bioactive thermoplastic polymer obtained
by synthesized of lactic acid (or lactide) from renewable resources like corn or sugarcane.
PLA is a semi-crystalline polymer PLA with a relatively high Tg, around 58◦, and low
Tm, around 180◦ as compared to other thermoplastics (Lim et al., 2008). Thus, it is
suitable for their use in FDM. On contrary to ABS, this polymer presents a brittle
mechanical behaviour, with good strength and stiffness (Lim et al., 2008).
2.2.2 Mechanical behaviour of FDM thermoplastic polymers
As for thermoplastic materials, 3D printed thermoplastic polymers exhibit strain rate
dependency. This dependency has been observed on FDM processed components by
few authors (Rodríguez et al., 2001; Song et al., 2017; Vairis et al., 2016). Rodríguez
et al. (2001) studied the effect of strain rate for a range from 10−5 to 10−2 s−1 on ABS
specimens with a longitudinal raster orientation, see Figure 2.9. A noticeable increase
in the yield stress is observed as strain rate increases, following a logarithmic tendency
for both cases. Moreover, a drastic reduction in toughness occurs at the slowest strain
rate on FDM specimens. Moreover, Vairis et al. (2016) studied the influence of strain
rate on FDM ABS specimens manufactured with a diagonal or 45◦ raster orientation
for the same range of strain rates. An increase in elastic modulus and yield strength
was observed as strain rate increases, being more significant the effect on yield strength.
In addition, this tendency was also observed by Song et al. (2017) for 3D printed PLA
specimens.
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Figure 2.9 Strain rate effects on the longitudinal FDM-ABS components manufactured with
an air gap of -25.4 µm (Rodríguez et al., 2001).
The higher porosity due to manufactured layer upon layer is one of the particularities of
AM. This porosity, along with the interfacial bonding between layers reached, determines
the mechanical properties of the components. For the FDM technique, due to each layer
is composed by a specific number of rasters, the formation of voids is more common
than in other technologies and is considered one of the main inconvenient (Ngo et al.,
2018; Wang et al., 2017). The distribution of this porosity is mainly determined by the
build orientation, that is, how the 3D model is positioned on the platform, and by the
infill raster orientation (Chacón et al., 2017; Torrado and Roberson, 2016). Therefore,
this porosity produces a marked anisotropic behaviour, playing the raster orientation an
important role in the mechanical properties of the components manufactured by FDM.
Moreover, the strength of the bond formed between filaments will be another factor to
take into account, see Figure 2.10.
Figure 2.10 Mesostructure and inter filament bonding of FDM components.
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Both void density and fibre-to-fibre bond strength are influenced by the printing and
process parameters. Thus, numerous studies have shown the influence of these parameters
on the final mechanical response. While the influence of build orientation has not been
widely studied (Chacón et al., 2017; Torrado and Roberson, 2016), the influence of the
raster orientation has been studied by numerous authors (Ahn et al., 2002; Rankouhi
et al., 2016; Rodríguez et al., 2001; Torrado and Roberson, 2016; Ziemian et al., 2012;
Zou et al., 2016). Chacón et al. (2017) studied the influence of the build orientation
on PLA specimens manufactured with three different combinations, see Figure 2.11.
Upright samples showed the lowest strength and stiffness performance. This effect was
also observed by Torrado and Roberson (2016) on ABS specimens. On the other hand,












Figure 2.11 Build orientation.
Regarding the influence of raster orientation, different studies have shown that
specimens manufactured with a raster orientation of 0◦ or longitudinal for all the layers,
understanding that as a parallel direction to the stress axis direction in a tensile test,
present the highest tensile performance. These results can be explained by the fact that
molecules tend to align along the stress axis direction. On the other hand, specimens
manufactured with a raster angle of 90◦ or transversal for all the layers, understanding
that as the direction of printing in which the raster is perpendicular to the stress axis,
present the weakest tensile performance. This is expected due to the fact that, in tensile
tests, the loads are taken by the bond between filaments, and not by the filaments
themselves (Ziemian et al., 2012). However, in both cases, the mechanical properties
are worst than the ones obtained with the virgin filament, as shown by Rodríguez et al.
(2001), see Figure 2.12. These differences are attributed to the presence of voids in
FDM specimens and the differences in the degree of molecular orientation. In addition,
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different failure modes are observed depending on the raster orientation. For the case
of 90 and 45◦, the failure path follows that orientation and is produced along the bond
between filaments, which is the weakest path (Rodríguez et al., 2001; Ziemian et al.,
2012). Moreover, specimens with raster orientation of 0◦ fail primarily in the transverse
direction. ABS specimens with longitudinal orientations show craze formation and
growth is observed to develop before the yield stress is reached (Rodríguez et al., 2001;
Ziemian et al., 2012). Craze nucleation occurs at the edge and the centre of the specimen
and then broads (Rodríguez et al., 2001). Failure occurs in the whitened region due to
the crazed process (Rodríguez et al., 2001). The same tendencies are observed under
flexural conditions while, under compression, the best response is observed with a raster
orientation of 90◦ (Ziemian et al., 2012). However, the mechanical response under
compression is not as affected by this parameter as under tensile conditions.
On the other hand, both layer thickness and air gap have a great influence on the
void ratio. Rankouhi et al. (2016) analysed the influence of layer thickness providing
that void ratio decreases when layer thickness decreases, while the mechanical response
improves in terms of elastic modulus and yield stress. In addition, Ahn et al. (2002)
studied the influence of the air gap showing that the use of negative air gap increases
both strength and stiffness.
Figure 2.12 Comparison of the stress-strain response of FDM-ABS components manufactured
at different raster orientations and monofilament ABS (Rodríguez et al., 2001).
Lastly, the influence of other process parameters as the extrusion temperature has
also been analysed. Aliheidari et al. (2017) characterized the fracture resistance and the
interlayer adhesion of ABS samples manufactured by FDM at three different extrusion
temperatures: 210, 230 and 240 ◦C. Higher apparent fracture and interlayer fracture
resistances are reached when the extrusion temperature increases. In addition, an increase
of 53% of the ratio between the real fracture surface area and the apparent fracture
surface area (without considering voids) is obtained when the temperature increases
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from 210 to 240 ◦C. Figure 2.13 shows the representative fracture surfaces where the
differences in terms of void density are observed. Therefore, this study showed that the
interfacial area is affected by the printed temperature.
350 μm 350 μm 350 μm 
(a)                                     (b)                                   (c)
Figure 2.13 Micrographs of specimens manufactured at temperatures of: (a) 210 ◦C; (b)
230 ◦C; (c) 240 ◦C (Aliheidari et al., 2017).
2.3 Constitutive models
This section introduces a summary of some constitutive models found in the literature
for the prediction of mechanical responses of thermoplastic polymers. In addition, a
review of the modelling of 3D printed polymers developed to date is presented.
2.3.1 Thermoplastic modelling
As stated in the previous section, thermoplastic materials present a complex mechanical
behaviour. This behaviour is temperature, strain rate and pressure dependent, reach-
ing large deformations and, in some cases, with a nonlinear material response. As a
consequence, polymers are modelled as hyperelastic materials.
Hyperelasticity is a generalization of linear elasticity for nonlinear material behaviours
and suitable for large deformations (Bergström, 2015c). The definition of these consti-
tutive models is based on an energetic potential from which the stress is derived. In
addition, these energetic potentials can describe the micromechanics that drive the defor-
mation process of polymers. A summary of the fundamentals of hyperelastic constitutive
modelling can be found in Appendix A.
2.3.1.1 Hyperelastic energy density functions
Among the different hyperelastic models, the Mooney-Rivlin (MR) model is one of the
most commonly used ones. In this model, the Helmholtz free energy per unit reference
volume is defined as
Ψ(C10, C01, k) = C10 (I∗1 − 3) + C01 (I∗2 − 3) (2.4)
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where I∗1 = tr(C*) and I∗2 = 12 [I∗1 −C* : C*] are the deviatoric first and second strain
invariants, C* is the deviatoric right Cauchy-Green deformation tensor and C10 and C01
are material parameters.
This model is an extension of the classical neo-Hookean (NH) model. NH model is
based on two parameters, shear modulus µ and bulk modulus k, and is a particular case
of MR model (C10 = µ and C01 = 0). In this case, the strain energy density is based





1 − 3) (2.5)
Other model based on the first invariant is the proposed by Yeoh where the strain
energy density function adopts the form
Ψ(C10, C20, C30, k) =
N∑
i=1
Ci0 (I∗1 − 3)i (2.6)
The models presented previously describe the isochoric response. In this regard, the
full definition of the energetic potential needs to incorporate a volumetric component.
Usually, this volumetric response is defined by a constant bulk modulus κ by κ2 (J − 1)2,
where J = detF is the Jacobian determinant.
Motivated by the deformation behaviour of the microstructure of elastomers, Arruda
and Boyce (1993b) proposed a statistical model where parameters are physically motivated
known as eight-chain model. The parameters are linked to chain orientations involved in
the deformation of a three-dimensional network structure of the rubber. In this regard,
the model is based on the assumption that chain molecules on average are located along
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, λ¯L is the locking stretch, λ¯ is the average total stretch ratio, n is
the chain density, kB the Boltzmann constant, θ the temperature and N the number of




Figure 2.14 Location of the eight chain molecules in the unit cell, adapted from Arruda and
Boyce (1993b).
All these models are able to capture the nonlinear elastic behaviour of polymers.
However, in Section 2.2, it has been seen that some polymers also exhibit viscous
characteristics. In this regard, more complex models have been proposed in the literature
to describe the nonlinear response and rate and temperature dependencies.
2.3.1.2 Viscoelastic and viscoplastic hyperelastic models
Among the different viscoelastic and viscoplastic hyperelastic models proposed in the
literature, a complete description of two models are presented here: the Arruda-Boyce
model and Garcia-Gonzalez et al. (2018a) model.
• Arruda-Boyce (AB) model
Arruda and Boyce (1993a) proposed a viscoplastic model for predicting large strain,
rate and temperature effects of glassy polymers. In addition, the model allows
for predicting strain softening effects. The model is built on the assumption that
there are two resistances to deformation in glassy polymers: an isotropic resistance
to chain segment rotation and an anisotropic resistance to molecular alignment.
The rheological representation is shown in Figure 2.15, where the kinematics of
the model is based on the decomposition of the total deformation gradient into
elastic and plastic components, F = FeFp. Therefore, the material response can
be interpreted as two networks acting in series: one elastic network (e) and one
elastoplastic network (p).
 e  p
Figure 2.15 Rheological scheme of the AB model.
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Following the decomposition of the deformation gradient, the Cauchy stress can be
calculated from the linear elastic spring as
σ = 1
Je
(2µeEe + λetr(Ee)I) (2.8)
where Ee = tr(Ve) is the logarithmic true strain, Ve is the left stretch tensor of
the elastic component of the deformation gradient Fe = VeRe, and µe and λe are
Lamé’s constants.
On the other hand, the plastic rate flow is given by










where γ˙0 and As are material constants, θ is the absolute temperature, kB is
Boltzmann’s constant and τ the effective equivalent shear stress. In addition, the








where h is the softening slope and sss is a preferred state of the shear stress.
The stress driving the plastic flow is obtained as the difference between the total
stress σ and the convected back stress σp




















λ¯p = (tr(Bp)/3)1/2 is the effective chain stretch.












• Garcia-Gonzalez et al. (2018a) model
Recently, Garcia-Gonzalez et al. (2018a) have developed a constitutive model for
semi-crystalline polymers that combines viscoelastic and viscoplastic responses.
In addition, this model takes into account material hardening due to strain rate
sensitivity, temperature evolution during the deformation process due to heat
generation induced by plastic dissipation, thermal softening and thermal expansion
effects.
The constitutive model is composed of three resistances to deformation (each one
conforming a constitutive branch), see Figure 2.16. The intermolecular resistance
represents an intermolecular barrier to deformation and accounts for rate-dependent
viscoplasticity. Molecular orientation arising from the polymeric network (network
resistance) is defined as purely elastic. Additionally, a viscoelastic resistance is intro-
duced to accounts for rate dependences during the recoverable deformation region
(viscoelasticity). Note that these viscous contributions lead to local temperature








Figure 2.16 Rheological scheme of the Garcia-Gonzalez et al. (2018a) model.
According to the kinematics shown in Figure 2.17, the deformation gradient F =
FMFθ can be decomposed into thermal Fθ and mechanical FM parts. Moreover,






VFνV = FeN (2.14)
where FeI and F
p
I are the elastic and plastic components of the intermolecular
resistance; FeV and FνV are the elastic and viscous components of the viscoelastic
resistance, and; FeN the pure elastic part of the network resistance.
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The velocity gradient l can be written in terms of the kinematics as


























IF−eI are the viscous elastic and intermolecular
elastic components of the velocity gradient in the current configuration Ω, L˜νV =
F˙νVF−νV is the viscous component defined in the viscous dilated relaxed configuration




I is the plastic component defined in the dilated relaxed
configuration ¯¯Ω. Both L˜νV and
¯¯LpI are equal to their symmetric parts since the
configurations Ω˜ and ¯¯Ω are assumed to be invariant to the rigid body rotations of
Ω. The thermal contribution is assumed isotropic so Fθ is spherical and, therefore,

















Figure 2.17 Kinematics of the Garcia-Gonzalez et al. (2018a) model.
The thermodynamic consistency is verified from the derivation of the Clausius-
Duhem inequality expressed in the dilated configuration Ω¯ since this configuration is
common to the three branches. This development permits to obtain the relationship
between the stress tensor and the Helmholtz free energy function. Taking into
account these considerations, the intermolecular contribution to the Cauchy stress
is defined by a neo-Hookean model as
σI =










where λ0 and µ0 are the Lamé parameters that depend linearly on temperature. The
plastic contribution is activated when a yield criterion is satisfied. This criterion
includes pressure and temperature dependencies. The plastic deformation is defined
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by a flow equation expressed as ¯¯LpI = ˙¯¯γ
p
I
¯¯rI, where ¯¯rI is the gradient of the plastic
potential and ˙¯¯γpI is the viscoplastic multiplier that includes strain rate dependency.














where CV and λ¯V L are material parameters and λ¯V is the average viscous stretch
ratio. The viscoelastic flow rule is L˜νV = ˙˜γνV N˜V, where ˙˜γνV is the viscoplastic
multiplier and N˜V gives the direction of the viscoelastic flow and represents








Finally, the hyperelastic entropic resistance is defined by a modification of the
original eight-chain model as
σN =












where CR is the initial elastic modulus of the network resistance, Cθ is a material
parameter controlling the elastic modulus dependence on temperature and λ¯L is
the locking stretch.
Moreover, the expression for temperature evolution is obtained following the
methodology previously used by Garcia-Gonzalez et al. (2017) as a function of
inelastic dissipations, thermoelastic contributions, heat conduction and thermal
sources.
2.3.2 FDM thermoplastic modelling
Regarding the constitutive modelling of 3D printed polymers, only a few models have
been proposed in the literature. Despite the fact that polymers present large deforma-
tions, the constitutive models proposed in the literature are formulated for infinitesimal
deformations. In addition, although some of them exhibit a ductile elasto-plastic response,
most of the previous approaches have only considered elasticity (Ahn et al., 2003; Alaimo
et al., 2017; Domingo-Espin et al., 2015; Somireddy et al., 2018; Zou et al., 2016).
Domingo-Espin et al. (2015) proposed a constitutive orthotropic model using the
Hooke’s law σ = C : ε for the prediction of FDM polycarbonate components. Due to the
consideration of orthotropy with three perpendicular planes of symmetry, the elasticity
tensor C only depends on nine components.
Zou et al. (2016) studied experimentally the mechanical performance of FDM ABS
components. In addition, the generalized Hook’s law was also used to predict the
mechanical behaviour of FDM ABS. In that case, two modelling approaches were used:
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one considering isotropic elasticity and other considering transversely isotropic elasticity.
A better description of the mechanical response of FDM ABS was obtained with the
transversely isotropic approach. In this model, the elastic constants of the elasticity
tensor were formulated as a function of the printing angle. Moreover, assuming a linear
distribution of the yielding stress, the authors proposed a mathematical expression for
the prediction of the tensile strength as






where σ(0◦) and σ(90◦) are the tensile strength for transverse and longitudinal raster
orientations, and θ is an angle determining the raster orientation.
Alaimo et al. (2017) considered FDM 3D printed objects as composite laminates
consisting of orthotropic laminas where each lamina corresponds to a printed layer. In
the mechanical model proposed, the elastic behaviour was also modelled by Hooke’s law
formulated for an orthotropic material. In addition, yielding was modelled using the
Tsai-Hill failure criterion, where the yielding surface is quadratic with respect to the
stress components and is expressed as
(G+H)σ211 + (F +H)σ222 + (F +G)σ233 − 2Hσ11σ22 − 2Gσ11σ33 − 2Fσ22σ33
+2Lσ223 + 2Mσ213 + 2Nσ212 = 1
(2.20)
where σij(i, j = 1, 2, 3) are components of the Cauchy stress tensor with respect to a
material vector basis that coincides with the principal axes of orthotropy and F, G, H, L,
M and N coefficients are Hill’s strength parameters that depend on the yielding values















































where σyij(i, j = 1, 2, 3) are the yield stress or ultimate strength in the corresponded
direction. Due to all terms are quadratic in stress, identical response is obtained in
tension and compression.
Previously, Ahn et al. (2003) had been used the Classical Laminate Theory to model
the response of FDM components. Tsai-Wu failure was used for the tensile strength
prediction, which is generally defined as
Fiσi + Fijσiσj = 1 (2.22)
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where i, j = 1...6, σi are the tensor stress components expressed in Voigth notation and,
Fi and Fij components are experimentally determined material strength parameters. For
plane-stress conditions, this criterion is reduced to
F1σ11 + F2σ22 + F11σ211 + F22σ222 + F66σ266 + 2F12σ11σ22 = 1 (2.23)
























; F12 ≃ −12(σ11σ22)
1/2
(2.24)
More recently, the anisotropic yield criterion proposed by Hill (1948)
F (σ22 − σ33)2+G (σ33 − σ11)2+H (σ11 − σ22)2+2Lσ223+2Mσ213+2Nσ212 = 1 (2.25)
was used by Song et al. (2017) to model the ductile orthotropic plastic response of 3D
printed polymers loaded in the XY plane as
Fσ222 +Gσ211 +H (σ11 − σ22)2 = 1 (2.26)
Despite the efforts made until the date to model the mechanical behaviour of 3D
printed polymers, no constitutive model accounting for the principal characteristics of
both elastic and inelastic responses of such materials has been found in the literature.
2.3.3 Anisotropic and porous-based hyperelastic models
Apart from large strain response and pressure, strain rate and temperature dependencies,
3D printed thermoplastics present elastic and plastic anisotropic responses as well as
porous nature due to the manufacturing process.
2.3.3.1 Anisotropic hyperelastic models
One of the most common approaches in anisotropic hyperelasticity is the use of two
additional invariants, I4 and I5 (Spencer, 1972). The definition of these invariants is
based on the assumption of a preferred fibre orientation defined by the vector a0. Thus,
these are defined as
I4 = a0Ca0 = λ2F
I5 = a0C2a0
(2.27)
where C is the right Cauchy-Green deformation tensor and λF is the stretch in the fibre
direction. In this regard, some anisotropic constitutive models have been developed.
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Holzapfel et al. (2000) developed a model for the prediction of the anisotropic
behaviour of arterial tissue. The model is formulated based on the decomposition of
the energy density function into a component for the matrix response, modelled by the
neo-Hookean model, and an anisotropic component associated with up to three different
families of fibres. To this end, the energy density function is defined as













+ k2 (J − 1)
2 (2.28)
where Ei = d (I∗1 − 3) + (1− 3d) (I∗4i − 1) is the energy term, being d the dispersion,
I∗4 = (F∗a0) (F∗a0) and < Ei > is a ramp function defined as
< Ei >=
Ei+ | Ei |
2 (2.29)
In this energy density function, d = 0 if fibres are perfectly aligned, and d = 1/3 if fibres
are randomly oriented giving an isotropic response.
Recently, Garcia-Gonzalez et al. (2018b) have developed a continuum constitutive
framework for the mechanical modelling of soft tissues that incorporates strain rate
and temperature dependencies as well as the transverse isotropy arising from fibres
embedded into a soft matrix. In this framework, the Helmholtz free energy function
per unit volume in the reference configuration Ω0 is decoupled into matrix and fibres
contributions Ψ0 = Ψ0M +Ψ0F . In this model, the fourth strain invariant is included to
model the anisotropic contribution as proposed by Gasser et al. (2006)














2.3.3.2 Porous hyperelastic models
Regarding the modelling of porous polymers, Blatz and Ko (1962) proposed a phenomeno-
logical model for porous elastomers motivated by an experimental work on polyurethane
foam rubber with an approximate volume fraction of 50% and 40 µm in diameter. Due
to the presence of porous, these materials are compressible. Therefore the generalized
Blatz-Ko material is described as a function of invariants I1, I2, I3 as


























where µ and ν are the shear modulus and Poisson’s ratio, and f0 ∈ [0, 1] is a constant
related to the volume fraction of voids.
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In the same way, other authors have proposed constitutive models for porous materials.
Lopez-Pamies and Castañeda (2007) provided a homogenization-based constitutive model
for a random and isotropic distribution of initially spherical porous in rubbers. In addition,
Guo et al. (2008) developed a hyperelastic constitutive model for porous materials with
aligned continuous cylindrical pores that is presented below.
• Guo et al. (2008) model
Guo et al. (2008) developed a hyperelastic constitutive model for neo-Hookean
composites with aligned continuous cylindrical pores (see Figure 2.18). Although
the matrix is incompressible, these materials present a compressible transversely
isotropic behaviour due to the existence of voids. The deformation gradient is
decomposed multiplicatively into three parts: an isochoric uniaxial deformation
along the preferred direction (direction of the cylindrical voids in the undeformed
configuration), an equi-biaxial deformation on the transverse plane (introduced to
archive the desired volume change), and a subsequent shear deformation (which is
further decomposed into an along-fibre and transverse shear deformation).
Figure 2.18 Composite with aligned continuous cylindrical pores, adapted from Guo et al.
(2008).
The coordinate system is chosen so that e1 is aligned with the preferred direction, e2
is perpendicular to e1 and e3 is determined by the right-hand rule as e3 = e1× e2.
Applying a general deformation gradient F, the rotation tensor R1 rotates the
deformed preferred direction Fa0 to the original direction, while R2 rotates the
deformed e2 vector R1Fe2 back to the original plane e1 − e2. Then, the new
equivalent deformation gradient tensor obtained is F∗ = R2R1F. Nevertheless,
since R1 and R2 are both rigid body rotation tensors, the deformation represented
by F is essentially identical to F∗. Therefore, the deformation gradient F∗ is
defined as
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where F∗p is the isochoric uniaxial deformation along the preferred direction, F∗b the
equi-biaxial deformation and F∗s the shear deformation (see Figure 2.19 ). Both the
isochoric uniaxial deformation along the preferred direction F∗p and the equi-biaxial









































Figure 2.19 Multiplicative decomposition of the deformation gradient, adapted from Guo
et al. (2008).
Based on this multiplicative decomposition of the deformation gradient and the
cylindrical composite element model, the strain energy neo-Hookean function
Equation (2.5) can be transformed as
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where vm and vf are the initial volume fractions of the matrix and the voids
(vm + vf = 1), respectively, µm is the shear modulus of the matrix and I1, I3 and
I4 the first, third and fourth invariants.
2.3.3.3 Yield criteria and flow rules for porous material
Classic theories assume plastic incompressibility and no effect on the yield of the hydro-
static stress. However, theories describing porous materials suggest that the hydrostatic
component of stress can cause macroscopic dilatation and affect plastic yield. In this
regard, Gurson (1977) developed a yield function for porous materials based on an upper
bound approach, where the matrix is idealized as incompressible and as a rigid perfectly
plastic obeying a von Mises criterion. The solution is presented for two different void
geometries: long circular cylinder and sphere. Thus, the yield function considering a











− (1 + f2) = 0 (2.35)
where f is the void volume fraction, σeqv is the macroscopic equivalent stress, σ0 is the
microscopic equivalent tensile yield stress and σkk is the macroscopic dilatational stress
in the transverse plane. Note that if f is zero, the yield function takes the von Mises





Later, Gurson’s model was modified by Tvergaard (1981, 1987) and Tvergaard and













− (1 + (q1f∗)2) = 0 (2.37)
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3 Experimental characterisation andanalytical modelling of FDM thermoplastics
This chapter investigates the influence of the printing parameters on the mesostructure
and mechanical performance of FDM components. In the previous chapter, we have
seen that several authors have studied the influence of printing parameters on both
structural and mechanical properties of 3D printed polymers. However, there is still an
absence of studies that allow for finding a relationship between mechanical properties
and the mesostructure resulting from the manufacturing process. In this chapter, an
experimental characterisation in terms of mesostructure and mechanical performance is
developed. The influence of layer height and raster orientation, two of the most relevant
printing parameters, as well as the number of layers that composes the sample is studied.
To this end, the outline of the chapter is as follows: Section 3.1 provides the details of
material and manufacturing process of the specimens; in Section 3.2, a characterisation
of the mesostructure is developed by analysing the cross-sectional area, comparing the
main differences in terms of void density and cross-sectional geometry; in Section 3.3, a
complete mechanical characterisation is undertaken to determine the key deformation
and failure mechanisms governing the deformation process during tensile tests at different
strain rate conditions. Based on the experimental results, analytical expressions are
proposed for the prediction of the void density and the resulting mechanical properties in
Sections 3.4 and 3.5, respectively. Finally, the conclusions of the chapter are presented
in Section 3.6.
3.1 Material and processing
The aim of this chapter is to study the correlation between printing parameters and the
mesostructure and mechanical properties of FDM polymeric components. To this end,
both mesostructural and mechanical characterisation are conducted on specimens made
of ABS, one of the most common materials used for FDM (Wang et al., 2017).
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The first step is the definition of the geometry of the specimens. ASTM D638-14 (2014)
and ISO 527-1 (2012) standards, which are technically equivalent test methods, define
the methods to determine the tensile properties of polymers. Both standards recommend
the use of a dog-bone geometry to ensure that the material breaks in the narrow section
and, therefore, the failure is not affected by the grips. However, as previously observed
by other authors (Letcher et al., 2015; Rankouhi et al., 2016), dog-bone geometry causes
premature failure due to stress concentration in the radius of the fillet in 3D printed
samples. To alleviate this issue, thin rectangular specimens with a size of 164 mm × 50
mm are used instead. Different combinations of number of layers and layer height are
used. Therefore, the thickness of the specimens is defined by these parameters.
A Hephestos 2 bq 3D printer with a heated bed is used to manufacture all the
specimens (BQ, 2019). Its extruder has a nozzle with a diameter of 0.4 mm and is fed
by filament with a diameter of 1.75 mm. This 3D printer permits the manufacturing of
FDM components with a maximum extrusion temperature of 250 ◦C. The ABS filament
is supplied by Smart Materials 3D (Smart materials 3D, 2019) in the form of filament
spool. Moreover, Ultimaker Cura (Ultimaker Cura, 2019) is used as a slicer software to
prepare all the G-codes files.
3D printing permits to control a huge number of parameters. In this thesis, three
different layer heights (0.1, 0.2 and 0.3 mm), two rasters orientations (longitudinal and
transverse) and different number of layers (these will be specific for each experimental
characterisation) are considered. The layer heights correspond to the 25%, 50% and 75%
of the nozzle’s diameter, within the range recommended for a good printing quality. In
addition, all the specimens are made with unidirectional layers, which is contrary to the
normal practice of alternate layers perpendicular to each other. This is done to have a
better control over the effects of the parameters studied. The remaining parameters are
held at the recommended or default values, see Table 3.1.




Line width 0.4 mm
Air gap 0 mm
Infill pattern Lines
Extrusion temperature 240 ◦C
Build plate temperature 100 ◦C
Moreover, only a single contour is deposited along the component edge in all the
specimens, with a width of 0.1 mm. This configuration is chosen to avoid the influence
of the contours on the mechanical properties. In this regard, Croccolo et al. (2013)
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developed an experimental study where an increase in the tensile stiffness and strength
properties of up to 16.8% and 24.3% were observed, respectively, when the number of
contours increases from 1 to 10.
Finally, each sample is printed individually at the exact same position on the 3D
printer platform to avoid differences associated with thermal gradients (Sun et al., 2008).
3.2 Mesostructural characterisation
The final mesostructure and void density of FDM specimens are strongly influenced by
the printing parameters. In order to study their influence, an analysis of ABS samples,
manufactured with different printing parameters, is performed by means of micrographs
of the cross-section using a Scanning Electron Microscope (SEM). Two sets of specimens
are used:
• The first group consists of two-layer specimens. These specimens are manufactured
with two different layer heights (0.2 and 0.3 mm) and two raster orientations
(longitudinal and transversal). Due to the length of the specimen is greater than
the width, different temperature distributions within the filaments that compose the
components is expected. In this regard, the filament temperature is higher when an
adjacent filament is deposited for transverse specimens than for longitudinal due to
the path that the extruder has to do is shorter. This can lead to differences in the
development of the bond between filaments. Therefore, the main objective of this
study is to understand the influence of the raster orientation in the mesostructure.
• The second group consists of specimens with a specific total thickness. Two total
thicknesses are used: 1.2 mm and 1.8 mm. These specimens are manufactured
with three different layer heights (0.1, 0.2 and 0.3 mm) and a longitudinal raster
orientation. Some studies have shown that the void density in the lower region of
the part is smaller than in the upper region due to differences in the temperature
profile (Sun et al., 2008). This observation indicates that the bond formed between
filaments is larger in the first layers. Therefore, the main objective of this analysis
is to determine the influence of the number of layers.
Moreover, the influence of the layer height in the mesostructure is analysed in both sets.
The different configurations tested are summarised in Table 3.2.
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Table 3.2 Configuration of samples employed for the mesostructural characterisation.
Raster orientation Layer height




1.2 mm thickness Longitudinal X X X
1.8 mm thickness Longitudinal X X
3.2.1 Experimental setup
Test samples of dimensions 13 mm × 13 mm are cut from the middle of the specimens.
After the cut, the samples are sanded using 1200 grit silicon carbide paper and polished
with 9 µm diamond paste. Micrographs of the cross-sections are taken using a SEM.
A SEM is an electron microscope that uses a focused beam of electrons to create a
magnified image of a sample (MyScope, 2019). The electron beam is scanned following
a regular pattern across the surface of the sample of interest (MyScope, 2019). The
electrons in the beam interact with atoms in the sample, producing signals giving
information about the surface topography and composition of the material. The samples
need to be electrically conductive to form the image. Therefore, non-conductive samples
need to be coated with a thin layer of metal, such as gold, or carbon. On the other
hand, it is possible to obtain images of a non-conductive sample, without the need for
coating, operating under low vacuum operational mode. This mode allows to leak into
the chamber a small amount of air that is ionized forming a cloud of positive charge
around the sample (MyScope, 2019).
Due to ABS is a non-conductive material, the micrographs are obtained operating
under low vacuum mode.
3.2.1.1 Postprocessing of micrographs
Once the micrographs are ready, Image J software is used to measure the void density.
This is a public domain Java image processing and analysis program used to analyse,
process and edit images (ImageJ, 2019). Among the huge number of operations that
this software allows to apply over the initial image, it can calculate areas and measure
distances of user-defined selections. In this regard, ‘Analyze particles’ command counts
and measures objects in binary or thresholded images over the selected area (ImageJ,
2019). Therefore, it is necessary to previously transform the images obtained from the
microscope into a thresholded image. The ‘Threshold’ tool permits to divide a greyscale
image into two classes of pixels, obtained the area of interest and background. For
that, it is necessary to set the lower and upper threshold values. However, due to the
similar colour of the voids and filaments, in some images, the threshold tool is not able
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to segment the image correctly. Therefore, the images need to be manually processed
before segmentation, defining the area of each void and filling it with background colour,
see Figure 3.1.
(a) (b)
Figure 3.1 Digital image processing using Image J to define the area of interest and
background: (a) raw image; (b) processed image.
Once the image is ready, the total area of voids can be measured using ‘Analyze
particles’ tool. Before using this command, it is necessary to set a known scale. To this
end, we draw a line, using the straight-line selection tool, over the scale obtained from
the micrograph and introduce the value of the known distance as is shown in Figure 3.2.
Figure 3.2 Step 1: Set scale.
Then, we select the area of interest and duplicate it. Lastly, we can transform the
image into binary using the ‘Threshold’ tool. In this way, the raw grey-scale image is
segmented into voids and the real area of material, see Figure 3.3.
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Figure 3.3 Step 3: Threshold.
Finally, ‘Analyze particles’ tool finds the voids and measures their area, see Figure
3.4. It works by scanning the image or selection until finding the edge of an object. Since
the filaments length is the same as the voids length, the void density, measured as the
total area of voids into the cross-sectional area, is equivalent to porosity.
Figure 3.4 Step 4: Analyze particles.
3.2.2 Results and discussion
The results obtained in terms of void density of the first set of samples are presented
in Table 3.3. The results show that the void density increases with the layer height.
Comparing the void density for the two raster orientation, the void density of transverse
specimens is greater. These results are contrary to the expected since the path of
the extruder is shorter for the transverse specimen and, therefore, higher temperature
filament profiles are expected which can lead to the development of large neck of the bond
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between filaments. However, transverse specimens are not completely aligned due to
manufacturing defects, see Figure 3.5. This skewed mesostructure causes the appearance
of small voids at the contact point between the top and bottom filaments leading to
a slight increase in void density. Therefore, the percentage of voids expected will be
approximately the same independently of the raster orientation for the geometry used in
this study.
Table 3.3 Void density of two-layer specimens.
Raster Layer height





Figure 3.5 Microphotograph of the cross-sectional area of two layers specimens: (a) longitu-
dinal with layer heights of 0.2 mm and (b) 0.3 mm; (c) transversal with layer heights of
0.2 mm and (d) 0.3mm.
On the other hand, Table 3.4 presents the results for specimens with thicknesses
of 1.2 mm and 1.8 mm. Comparing the void density of the first ones, the higher void
density is reached with a layer height of 0.2 mm. However, the bottom layers of these
specimens present defects or no bonding at the sides, see Figure 3.6. These defects have
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been observed by other authors and are thought to be due to problems associated with
the 3D printer levelling, between the support and the extrusion head (Rodriguez et al.,
2000). Therefore, a second measurement is made excluding approximately 0.4 mm of the
bottom thickness of the specimens, to avoid defects due to possible errors in the levelling.
The new results are shown in Table 3.4 with an asterisk, where a decrease is observed in
the void density for all the layer height, being the decrease of the specimen with a layer
height of 0.2 mm the most relevant (from 8.67% to 2.49%). Moreover, comparing results
of the two-layer specimens to the specimens with a thickness of 1.2 mm, the values of
void density are similar for each layer height.
Table 3.4 Void density of longitudinal specimens with more than two layers of material.
Specimen Layer height




1.8 mm 0.59% 8.32%
(a) (b) (c)
Figure 3.6 Microphotograph of the cross-sectional area of specimens with a total thickness
of 1.2 mm: (a) layer height of 0.1 mm, (b) 0.2 mm and (c) 0.3 mm.
The results for the specimens with a thickness of 1.8 mm are also analysed. Observing
the micrographs shown in Figure 3.7, it can be observed that the neck of the bond at the
top is smaller than the bottom layers. This effect has been observed by other authors
and is associated with differences in temperature between the top and the bottom (Sun
et al., 2008). Moreover, the results are in agreement with the values obtained by other
authors. Rankouhi et al. (2016), measured the void density of ABS specimen with a
thickness of 2 mm and manufactured with two different layer heights. While a ratio of





Figure 3.7 Microphotograph of the cross-sectional area of specimens with a total thickness
of 1.8 mm: (a) layer height of 0.2 mm and (b) 0.3 mm.
Finally, from the results of this structural characterisation, it can be concluded that
the void density is highly influenced by geometrical printing parameters such as the layer
height more than the raster orientation.
3.3 Mechanical characterisation
The mechanical behaviour of components manufactured by FDM is determined by the
material and printing parameters. In this section, the influence of layer height (0.1, 0.2
and 0.3 mm), raster orientation (longitudinal and transversal) and number of layers (from
one to three) on the mechanical behaviour of FDM ABS components is studied by means
of mechanical properties (Young’s modulus, yield strength), stress-strain response and
failure mechanisms. The combinations of the three parameters give a total of eighteen
different specimen-type groups. Tensile tests are conducted under quasi-static conditions
at two loading rates of 1 mm/min and 10 mm/min. Moreover, a load-unload tensile test
is carried out to analyse the hysteresis and viscoelastic-viscoplastic response of FDM
ABS components.
3.3.1 Experimental setup
A universal machine Servosis ME 401/1 with a 10 kN load cell is used to perform the
tensile tests. Due to the particular shape and size of the specimens, a new device for
holding the test specimen is designed. This device, composed of two grips, is designed
specifically for flat specimens and tensile loads, Figure 3.8. The planes of the grips can
be found in Appendix B. The upper grip is fixed to the crosshead while the inferior is
the movable member is driven by the hydraulic system. Moreover, in order to minimize
both slippage and uneven stress distribution, a serrated surface is used in both grips.
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Figure 3.8 Tensile grips.
The samples are manually clamped by a maximum of six screws per grip. Due to the
clamping is applied manually, it is so important to ensure the same screwing force in
each screw to avoid a non-uniform distribution of the load. Therefore, a dynamometer
key is employed to ensure the same screwing force in each screw. Furthermore, due to
the small thickness of the specimens, loading tabs are bonded to the specimens to avoid
squashing or premature fracture at the jaws. Tabs with dimensions of 50 mm × 50 mm
and manufactured by 3D printing, with one layer of material and a layer height of 0.3
mm, are used. These tabs are cut in the area near the grips to obtain a better load





Figure 3.9 Specimen and tabs dimensions (mm).
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Two loading rates of 1 mm/min and 10 mm/min (corresponding to a strain rate
of 3 · 10−4s−1 and 3 · 10−3s−1) are used to analyse the influence of strain rate on
mechanical properties. Finally, to ensure repeatability, four samples are used for each
testing condition.
3.3.2 Results and discussion
3.3.2.1 Mechanical dependencies and stress-strain response
The results in terms of Young’s modulus and maximum stress are shown in Tables 3.5
and 3.6. The maximum stress corresponds to the yield stress for longitudinal specimens
and to the ultimate tensile strength for transversal specimens. These results are obtained
considering the apparent cross-section and neglecting the voids.
Table 3.5 Mechanical properties of specimens with a longitudinal and transversal raster
orientations at a strain rate of 3 · 10−4s−1.
Specimen Longitudinal Transversal
Elastic modulus Maximum stress Elastic modulus Maximum stress
Number of Layer (MPa) (MPa) (MPa) (MPa)
layers height (mm) Mean SD Mean SD Mean SD Mean SD
1
0.1 2229.1 41.4 45.3 0.8 2104.9 54.1 18.6 1.6
0.2 2088.1 26.6 38.9 0.2 1965.6 18.4 15.7 2.3
0.3 1966.5 39.4 38.1 0.3 1629.2 35.0 18.5 0.8
2
0.1 2056.5 85.3 43.6 0.3 1984.7 59.9 20.2 2.7
0.2 1874.5 17.1 38.8 0.3 1765.5 64.3 17.9 0.2
0.3 1821.3 22.9 38.0 0.7 1554.5 45.2 19.6 1.9
3
0.1 1866.0 51.7 42.2 0.1 1974.0 30.3 23.2 3.9
0.2 1793.7 31.7 38.0 0.4 1806.2 29.0 22.2 0.7
0.3 1802.7 40.5 36.6 0.1 1556.4 41.2 20.1 0.3
Table 3.6 Mechanical properties of specimens with a longitudinal and transversal raster
orientations at a strain rate of 3 · 10−3s−1.
Specimen Longitudinal Transversal
Elastic modulus Maximum stress Elastic modulus Maximum stress
Number of Layer (MPa) (MPa) (MPa) (MPa)
layers height (mm) Mean SD Mean SD Mean SD Mean SD
1
0.1 2317.6 54.7 48.9 0.6 2017.8 19.4 23.0 0.9
0.2 2063.2 14.0 43.3 0.3 1916.4 40.3 16.4 1.3
0.3 2012.2 21.3 40.8 0.4 1629.9 15.8 22.8 0.1
2
0.1 2098.0 39.0 45.2 0.6 2039.1 56.4 21.2 5.5
0.2 1971.6 26.0 42.3 0.4 1865.3 56.4 20.4 1.2
0.3 1918.3 44.6 41.1 0.3 1645.8 60.4 20.1 2.0
3
0.1 1880.9 97.6 45.6 0.5 1983.8 39.6 28.4 2.2
0.2 1921.8 13.8 41.9 0.2 1872.5 38.3 22.9 0.8
0.3 1922.7 65.8 39.4 0.7 1621.1 22.1 23.5 0.6
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The values of standard deviation show good repeatability in the results. However,
some scatter is observed in the maximum stress for transverse specimens. These values
correspond with the ultimate tensile strength, which is highly influenced by the defects
of the components.
The effect of the strain rate is studied at 3 · 10−4s−1 and 3 · 10−3s−1. A slight
increase, by up to 7%, is observed in the Young’s modulus as strain rate increases.
Moreover, a more noticeable increase in the yield stress is observed reaching by up
to 11% for longitudinal specimens and by up to 24% for transversal. On the other
hand, comparing the mechanical response for both raster orientations, higher Young’s
modulus and maximum stress are observed for longitudinal specimens. In this regard,
the Young’s modulus and maximum stress decrease by up to 18% and 60%, respectively,
for a transversal raster. These tendencies are in accordance with the previous studies
found in the literature (Rodríguez et al., 2001; Song et al., 2017; Vairis et al., 2016). The
influence of strain rate and raster orientation can be also observed in Figure 3.10, where
the stress-strain response of specimens with a layer height of 0.1 mm is compared.
(a) (b)
Figure 3.10 Comparison of stress-strain response of 0.1 mm FDM ABS specimens: (a)
longitudinal and (b) transversal orientations.
The dependence with the layer height for both strain rates shows that the Young’s
modulus and maximum stress decrease by up to 11% and 14%, respectively, being this
effect more significant when the layer height decreases from 0.1 mm to 0.2 mm than from
0.2 to 0.3 mm, see Figure 3.11a. These differences increase by up to 18% and 40% for
transversal specimens. These tendencies are explained by the previous results shown in
Table 3.4, where an increase in void density is observed with layer height. In the same
way, the Young’s modulus and maximum stress decrease by up to 10% and 7% when
a new layer is added, for longitudinal specimens, see Figure 3.11b. On the contrary,
the maximum stress increases by up to 34% when the number of layers increases for
transversal specimens. These differences in mechanical response are explained by the
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fact that when the number of layers increases, so does the number of bonding interfaces.
In this regard, a steady limit is expected for a given number of layers, from which the
mechanical response would not be altered. The definition of such limit needs of further
studies and is out of the scope of this work.
(a) (b)
Figure 3.11 Comparison of stress-strain response of longitudinal FDM ABS specimens at a
strain rate of 3 · 10−4s−1: (a) one layer and three different layer height and (b) 0.1 mm
layer height and three different number of layers.
In addition, comparing results of specimens with the same thickness (i.e., one-0.3
mm-layer specimens vs. three-0.1 mm-layer specimens or two-0.3 mm-layer specimens
vs. three-0.2 mm-layer specimens), better mechanical performance is obtained with a
smaller layer height due to lower porosity as is shown in Figure 3.12. However, similar
mechanical properties are obtained for the case of specimens with a total thickness of 0.6
mm and a longitudinal raster orientation, as shown in Figure 3.12b.
(a) (b)
Figure 3.12 Comparison of stress-strain response of longitudinal FDM ABS specimens with
the same total thickness: (a) total thickness of 0.3 mm and (b) total thickness of 0.6 mm.
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Finally, the load-unload tensile behaviour carried out on one-0.1 mm-layer longitudinal
specimen is shown in Figure 3.13. This test is conducted at a loading rate of 1 mm/min
(3·10−4s−1). During loading, an initial elastic and linear region (1) followed by a non-linear
region until yielding (2) and a strain softening region (3) are observed. The viscous nature
of the FDM ABS is determined by the response during unloading (4), where the unloading
follows a different path than the loading showing hysteresis. Moreover, such viscous
mechanisms are also present at different strain rates, providing a hardening associated
with strain rate dependency. Permanent deformation is observed after complete unloading,




Figure 3.13 Load-unload tensile test on a one-0.1 mm-layer longitudinal specimen at a
strain rate of 3 · 10−4s−1.
3.3.2.2 Deformation and failure mechanisms
As for mechanical properties such as Young’s modulus and maximum stress, the defor-
mation mechanisms and failure modes observed during deformation and fracture also
depend on the printing parameters, especially on the raster orientations. Longitudinal
specimens present an elastic linear region followed by necking and, finally, a plastic flow
at constant stress. During the deformation process of longitudinal specimens, shear zones
appear on each filament and propagate obliquely before yielding. In addition, crazes
formation and growth are observed. Crazing develops when excessive stress is applied
to a polymer, leading to microvoid formation normal to the load direction (Greenhalgh,
2009), see Figure 3.14. These crazing and shear banding continue propagating along the
whole gauge length. From the microvoids, cracks start to propagate slowly at first but
rapidly when the cross-section is reduced. Finally, the fracture occurs normal to the
load direction and in stress whitened areas (see Figure 3.14). The fracture surface is
analysed with an optical microscope, where micro-shearing is observed on each filament,






Figure 3.14 Shear bands and crazing on a longitudinal one-0.1mm-layer specimen tested at
a strain rate of 3 · 10−4s−1.
On the other hand, transverse specimens exhibit an elastic linear behaviour with a
brittle fracture. This fracture occurs along the filament-to-filament interface as shown
by comparing Figures 3.15c and 3.15d. This is explained by the fact that, in transverse










Figure 3.15 Microphotograph of surface of a one-0.1 mm-layer specimen tested at a strain
rate of 3 · 10−4s−1: (a) longitudinal before testing and (b) after testing; (c) transversal
before testing and (d) after testing.
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3.4 Analytical modelling for void density
3.4.1 Modelling formulation
From the results of the mesotructural characterisation, it can be concluded that FDM
components are structures formed by polymeric filaments partially bonded and voids.
The mesostructure of FDM structures is defined by the geometry of the filaments and
the bond between filaments, which are highly influenced by the printing parameters.
These define the void density that at the same time, has a great influence on the final
mechanical properties of FDM structures.
Taking into account these considerations, Li et al. (2002) proposed a theoretical
equation to predict the void density as a function of the filament geometry of cross-
section, which was idealised as an ellipse. Following a similar approach, in this section,
an analytical equation for the prediction of the void density is proposed by means of the
final geometry of the filaments. For that, assuming that the geometry of the filaments
and the bond between them is equal within all the structure, only two filaments are
considered as the smallest repeating unit of the structure as shown in Figure 3.16a. From
the description of the printing process in Section 2.1.1 and experimental observations,
the filament cross-section is ideally modelled as two half-discs and a rectangle, as a first
approximation. Due to the void length is considered equal to the filament length, the
void density is defined as the ratio of the area of voids to the cross-sectional area
ρvoids =
voids area









Figure 3.16 Final cross-sectional geometry of filament.
Assuming symmetric geometry, only half of each filament is considered (dashed line
in Figure 3.16a), where θ(t) is the angle of intersection between both filaments (see
Figure 3.16a) and δ is equal to H02 cos(θ(t)). As such, the total cross-sectional area can
be calculated as
total cross-sectional area = H0w(t) +H02cos(θ(t)) (3.2)
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On the other hand, the voids area is defined as the subtraction of shaded area S2
from S1 (blue rectangle) (see Figure 3.16b). S1 defined as
S1 = H02cos(θ(t)) (3.3)
In turn, the S2 area is the subtraction of the grey area, in which bonding is supposed to
take place, from the initial area of the half-disc. The grey area for each filament can be
calculated as the area of a circular segment that is equal to R22 (2θ(t)− sin(2θ(t)) where

























In order to validate the previously proposed expression, Equation (3.5) is used to predict
the void density of longitudinal two-layer specimens (0.2 and 0.3 mm layer heights) taking
as an input the previous experimental measurements. The intersection angle is calculated
by trigonometry as θ(t) = arcsin (Bond length/H0). Table 3.7 summarises the average
of the experimental measurements obtained from two-layer longitudinal specimens (see
Figures 3.5a and 3.5b) and the analytical predictions. The column ‘width’ collects the
value of the parameter w (see Figure 3.16a).
Table 3.7 Comparison of void density results obtained by digitalized image analysis and
analytical calculations.
Printing parameters Experimental measurements Analytical calculation
Layer height Width line Layer height Width (w) Bond length Void density Void density
(µm) (µm) (µm) (µm) (µm) (%) (%)
200 400 237.4 366.0 190.3 2.07 1.77
300 400 374.4 268.5 259.2 4.75 4.78
Good agreement, errors of 14.5% and 0.6%, respectively, between theoretical predic-
tions and the experimental results is observed. Thus, it can be concluded that despite
the simplifications assumed, the analytical expression is able to predict the density of
voids with good precision.
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3.5 Analytical modelling for mechanical properties
3.5.1 Modelling formulation
The main challenge in FDM is the prediction of the mechanical properties as a function
of the printing parameters. In this regard, parametric approaches have been used for
the identification of the mechanical properties of FDM components from the printing
parameters. Sood and coworkers (Sood et al., 2010, 2012) carried out mechanical tests
based on central composite design from which empirical models were developed relating
mechanical properties (tensile strength, compressive strength, flexural strength, and
impact strength) and printing parameters (layer thickness, orientation, raster angle,
raster width and air gap). Moreover, Liu et al. (2017) presented an experimental research
approach based on the Taguchi method to study the influence of printing parameters on
the mechanical properties of FDM components (tensile strength, flexural strength and
impact strength). From the experimental results, they used the gray relational analysis
to propose a set of optimal printing parameters. However, these models do not link
mechanical properties with physical variables and are only able to predict the influence
of the printing parameters used in those studies.
On the other hand, numerous relationships have been proposed in the literature
to determine the dependence of mechanical properties on porosity. These equations
are usually classified into linear, power or exponential mechanical properties-porosity
relationships (Choren et al., 2013). However, from the results obtained in the experimental
characterisation, it is observed that the number of layers of the components plays also a
crucial role in the determination of the final properties.
In this section, analytical expressions for the elastic modulus and maximum stress
are proposed as a function of two structural parameters: the number of layers (Z) and
void density (ρvoids). For the sake of convenience, the void density is expressed per unit
instead of %. According to the experimental results, an additive expression, with an




CE Z ] − ρvoids
)




C2σ Z ] − ρvoids
)
+ σ02 (1− ρvoids)
(3.6)
where E01, E02, σ01, σ02 are material parameters that define the extreme values of
the Young’s modulus and maximum stress. The parameters CE and C2σ control the
sensitivity of the mechanical properties with the number of layers. C1σ controls the
increasing or decreasing trend of the maximum stress with the number of layers and
void density, which is different depending on the raster orientation. Note that these
theoretical expressions are consistent for extreme values of void density. Indeed, if the
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void density is equal to zero (perfect bonding), the Young’s modulus and maximum stress
are Elong = E01e+E02 and σlong = σ01e+ σ02, respectively. These values correspond to
the values specified in the datasheet of the ABS filament used for the experimental work.
Conversely, if the void density is 1 (100%), the value of the properties is zero. Regarding
the number of layers, if this parameter tends to infinity the mechanical properties are
Elong = (E01 + E02)(1− ρvoids) and σlong = (σ01 + σ02)(1− ρvoids), respectively.
Regarding the properties for transversal raster orientation, they can be obtained as a





The material parameters are calibrated using an optimisation algorithm, an unconstrained
derivate-free method (fminsearch function of MATLAB), by taking as reference the
experimental results at a strain rate of 3 · 10−4s−1. The optimised parameters are shown
in Table 3.8.
Table 3.8 Model parameters for the analytical modelling of mechanical properties.
CE C1σLong C1σTrans C2σ E01 (MPa) E02 (MPa) σ01 (MPa) σ02 (MPa) ζ1 ζ2
23 1 -1 21 318 1497 6 31 0.94 0.45
The predictions from the analytical expression for the different raster orientation
are compared with the experimental results in Figures 3.17 and 3.18. Good agreement
between experimental data and analytical predictions is obtained with an error by up to
6% for longitudinal specimens and by up to 8% and 18% for the elastic modulus and
maximum stress, respectively, for transversal.
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Figure 3.17 Comparison between experimental mechanical properties (with error bars) and
analytical predictions for longitudinal specimens.
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Figure 3.18 Comparison between experimental mechanical properties (with error bars) and
analytical predictions for transversal specimens.
3.6 Conclusions
In this chapter, the influence of printing parameters on the mesostructure and mechanical
performance of FDM components is studied. To this end, an experimental mesostructural
and mechanical characterisations are carried out on ABS components studying the
influence of: layer height, raster orientation and number of layers. While the influences
of the layer height and raster orientation have been widely studied in the literature, the
influence of the number of layers, which produces a change in the number of bonding
interfaces, has hardly been studied.
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Higher elastic modulus and maximum stress are observed for lower layer heights and
a longitudinal raster orientation. This improvement is accompanied by a decrease in the
void density as layer height decreases. Otherwise, increasing the number of layers leads
to lower mechanical properties, with the exception of the maximum stress for transverse
components. In addition, while longitudinal specimens present an elastoplastic behaviour,
where crazing and shear banding mechanics are observed, transverse ones present a brittle
behaviour.
Moreover, from previous experimental results, analytical expressions are developed
to predict the void density and mechanical properties in terms of elastic modulus and
maximum stress, taking manufacturing parameters and filament properties as inputs.
These expressions are validated with the experimental data showing both good capability
to predict the tendencies observed experimentally.
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In the previous chapter, the influence of the printing parameters on the mesostructure
and the mechanical properties of FDM components has been studied. From the previous
results, it is observed that FDM polymers are composed of layers joined together, where
each layer is in turn composed of polymeric filaments partially bonded and voids. The void
density, fibre-to-fibre bond strength and filament properties determine the mechanical
properties of FDM components. Both void density and fibre-to-fibre bond strength are
defined by the bonding process that takes places during the manufacturing process. In
this regard, it is important to deep in the mechanical and thermal description of the
printing process and its implications in the mesostructure. Thus, in this chapter, thermal
and sintering models are proposed to describe the thermodynamic of the 3D printing
process.
To this end, the outline of the chapter is as follows: Section 4.1 presents an introduction
of the bonding process; in Section 4.2, a thermal model is proposed; in Section 4.3, an
analysis of the intra-fibre heat transfer is carried out; in Section 4.4, a sintering model is
developed; in Section 4.5, the healing process is approached. Finally, the conclusions of
the chapter are presented in Section 4.6.
4.1 Introduction
Immediately after the deposition of a filament, it starts to cool from extrusion temperature
to environmental temperature (Bahr and Westkamper, 2018), while bonding with the
adjacent filaments (Bellehumeur et al., 2004). This phenomenon is a process driven by the
thermal energy of the semi-molten material (Bahr and Westkamper, 2018; Bellehumeur
et al., 2004; Sun et al., 2008). The formation and quality of the bond depends on both
neck growth between filaments and the molecular diffusion reached within it. In this
regard, healing refers to the molecular diffusion across the contact area of two materials
that are in intimate contact (Yang and Pitchumani, 2002). This phenomenon takes place
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as long as the temperature is above Tg and can be described in five steps as (see Figure
4.1): (1) surface rearrangement, (2) surface approach, (3) wetting, (4) diffusion, and (5)
randomization (Wool and O’Connor, 1981).
(1) (2) (3) (4) and (5)
Figure 4.1 Deposition sequence of the two layers structure, adapted from Coogan and
Kazmer (2017).
During the first two steps, intimate contact between the polymer surfaces is achieved.
After that, wetting occurs instantaneously when the temperature is above Tg (Coogan
and Kazmer, 2017). Once wetting has occurred, the polymer chains diffuse across the
interface (Coogan and Kazmer, 2017).
On the other hand, sintering is the phenomenon of coalescence of particles and is driven
by two temperature-dependent properties: surface tension and viscosity (Bellehumeur
et al., 1996; Pokluda et al., 1997). To achieve a complete coalescence between filaments,
it is necessary to lower enough the viscosity to enhance the flow of the material. However,
the use of high extrusion temperatures, necessary to achieve low viscosities, can induce
thermal damage (Rodriguez et al., 2000). Therefore, the bonding between filaments of
FDM components is not perfect, leading to the formation of voids between rasters.
As stated, the printing process and all the physical phenomena that take places
during it are governed by the temperature. Therefore, the evolution of the temperature
of filaments during the printing process plays a crucial role in the determination of the
bonding, quality and, therefore, the final properties of FDM componentS.
4.2 Thermal model
The temperature history of filaments during the manufacturing process plays an important
role in the determination of the quality of the bonds and the molecular-diffusion reached
within them. Once a filament is deposited, a quick solidification is desired to avoid
excessive deformation due to gravity or the weight of other filaments deposited above
(Costa et al., 2017). Conversely, filaments need to remain at high temperature during
enough time to ensure adequate bonding with adjacent filaments.
The temperature evolution of filaments during the 3D printing process depends on
the thermal conditions such as environment, platform and extrusion temperatures, as
well as other variables such as the print speed and cross-sectional area, which are defined
by the printing parameters (layer height and line width). In this regard, Thomas and
Rodriguez (2000) carried out a 2D transient heat transfer analysis applied to a filament
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deposited on a vertical stack. However, this model assumes a rectangular cross-section
and does not account for contacts between filaments. Moreover, other authors have used
the lumped-heat-capacity (LC) method to analyse the cooling process of the extruded
filament, providing a one-dimensional transient heat transfer model (Bellehumeur et al.,
2004; Sun et al., 2008). This model assumes uniform temperature distribution along
the cross-section. In addition, since the mass of the platform is considered much higher
than that of the filament, the heat transfer with the platform can be considered in
the form of convection. However, due to LC model is a 1D model, the effects of heat
transfer with adjacent filaments are not taken into account. Recently, Costa et al. (2017)
proposed a new analytical solution for the temperature evolution during the printing
process in FDM techniques. The boundary conditions considered are the contact between
filaments, between the filament and the 3D printer support, and the heat transfer with
the environment. Thus, once the filament is deposited, heat exchange occurs by convec-
tion with the environment and by conduction with the support and adjacent filaments.
Considering a filament segment of length dx, the resulting energy balance can be written as
∆U+Q = 0 (4.1)
where Q is understood as the sum of the heat transfer by convection with the environ-
ment, the heat transfer by conduction between filaments and the axial heat transfer
by conduction within the filament segment, and ∆U is the change in internal energy.
Mathematically, it can be written as
−kA∂Tr(x, t)
∂x
− hconv(Ar)conv(Tr(x, t)− TE)−
n∑
i=1















where the different variables for this equation and others used next are summarized in
Table 4.1. For the sake of convenience, in this section and in the following, ◦C is used as
the temperature unit.
Due to the low thermal conductivity of most polymers and the small cross-section
of the extruded filaments, the axial heat conduction can be neglected compared to the
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Table 4.1 Nomenclature of the thermal model.
Nomenclature
Tr(x, t) Temperature at localisation x and time t of a given filament segment r (◦C)
Tri(t) Temperature contact i with the filament segment r at time t (◦C)
TE Environment temperature (◦C)
Tsupp Support temperature (◦C)
Textr Extrusion temperature (◦C)
tr(x) Time at which filament segment r is deposited(s)
P Perimeter of the cross-section area (m)
λi Fraction of P
A Cross-sectional area (m2)
(Ar)conv Area exposed to the environment r (m2)
Ari Area of contact i for the filament segment r (m2)
dx Filament segment length (m)
k Thermal conductivity coefficient (W/m◦C)
hconv Convective heat transfer coefficient (W/m2◦C)
hi Heat transfer coefficient of contact i (W/m2◦C)
Cp Specific heat capacity (J/kg◦C)
ρ Density (kg/m3)
n Number of physical contacts with adjacent filament segment or support
m Number of discretised filament segments in the component
The area of filament in contact with a filament segment r or with the support can be
expressed as a function of the fraction λi of the total perimeter P as
Ari = Pariλidx (4.4)










Figure 4.2 Contact areas and heat flows of a single element.
Although the model proposed by Costa et al. (2017) is formulated to be used with
different strategies of deposition, in this thesis only aligned strategy is contemplated.
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Thus, each filament can have a maximum of four contacts with other filaments and the
support. Therefore, assuming n ≤ 4, where n is the total number of contacts, the variable
ari takes 1 if the filament segment r is in contact with other filament segment or with
the support, and 0 otherwise.










Taking Equations (4.4) and (4.5) and using the characteristic polynomial method
(Palais and Palais, 2009), the analytical solution for the time evolution of the filament
temperature reads





+Q(ar1, ..., arn) (4.6)
where t is the instant of time of printing process, tr(x) is the time at which each filament
segment is deposited, and C1 is defined as
C1 = Textr −Q(ar1, ..., arn) (4.7)
where Textr is the extrusion temperature and b(ar1, ..., arn) and Q(ar1, ..., arn) are
functions that depend on the existing contacts




















In the original work by Costa et al. (2017), the implementation algorithm includes an
iterative process to calculate the temperature of two filaments in contact. This is because
the temperature in the filament segment depends on the temperature of the segments
in contact and belonging to other filaments. Regarding this fact, the formulation is
rewritten in order to solve implicitly all temperatures at the same time to avoid the
iterative process. To this end, the Equation (4.8) is divided into two terms. The first
term K1 defines the heat transfer by convection with the environment per ◦C, while the
second term K2 defines the heat transfer by conduction between adjacent filament or
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support per ◦C















Combining (4.6), (4.7) and (4.10), the evolution of the temperature can be expressed as











Organizing dependent and independent terms of filament segments temperature, and





[1− expβ(t− tr(x))] = Textrexp [β(t− tr(x))]
+ K1TE
K1 +K2





where m is the total number of filament segments that made the component, Tsupp is the
support temperature, hsupp is the heat transfer coefficient between filament segment and
support, λsupp is the fraction of the perimeter in contact with the support, and arsupp is
a variable that takes 1 if there is contact between the filament element and the support,
and 0 otherwise. Ultimately, the expression can be written in matrix notation as
A ·Tr = B (4.13)
where Amm are all the temperature dependent terms and Bm1 are all the temperature
independent terms of Equation (4.12).
The thermal model is implemented in MATLAB. Aiming at reducing the simulation
time, in every step A is a square matrix of size (n◦ deposited elements, n◦ deposited
elements), whereas Tr and B are column vectors of size (n◦ deposited elements). In this
way, the matrices will grow each time a new element is deposited. In addition, since each
filament segment has a maximum of four contacts with other filament segments, most
of the elements of the matrix A are zero, so it can be considered as a sparse matrix.
Therefore, to further reduce the computing time and cost, the matrix A and B are stored
as sparse matrices (Pissanetzky, 1984).
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4.2.2 Results and discussion
In this subsection, the influence of the deposition sequence, number of layers, and
extrusion and environmental temperatures on the evolution of filament temperature is
evaluated. The set of process and printing parameters is given in Table 4.2. In these cases,
the area and perimeter of the cross-section is calculated using the geometry described
in Section 2.1.1. The shape of the cross-section and thermal properties are assumed
constant throughout the printing process. Moreover, in order to simplify the problem, a
constant environment temperature is assumed. However, the temperature of the different
regions of the 3D printer changes according to the movement of the extrusion head, whose
temperature is much higher than the ambient temperature of the camera (in case of
having one) or the room where the 3D printer is placed (Sun et al., 2008). Therefore, the
air flow around the specimen during the manufacturing process is far from homogeneous
(Sun et al., 2008).
Table 4.2 Printing and material parameters (Bellehumeur et al., 2004; Costa et al., 2017).
Property Value
Layer height 0.3 mm
Line width 0.4 mm
Printing speed 30 mm/s
Environment temperature (TE) 50 ◦C
Printing temperature (Text) 240 ◦C
Build plate temperature (Tsupp) 100 ◦C
Fraction of perimeter for contacts (λi) 0.15
Convective coefficient (hconv) 70 W/m2◦C
Conduction coefficient between filament segment and support (hsupp) 300 W/m2◦C
Conduction coefficient between filament segments (hi) 70 W/m2◦C
Specific heat capacity (Cp) 2019.7 J/kg ◦ C
Density (ρ) 1040 kg/m3
Glass transition temperature (Tg) 94 ◦C
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Conﬁguration 1          Conﬁguration 2
Figure 4.3 Different deposition sequence considered (red arrow indicates the direction of
deposition).
Two different deposition sequences are analysed, see Figure 4.3. Configuration 1
represents the deposition sequence presented by default in most of the slicer software. On
the contrary, in Configuration 2, there is the same time interval between the deposition of
each filament segment and the deposition of the adjacent segment that belongs to another
filament. The temperature profiles of the initial and final segments of each filament
for both configurations are shown in Figures 4.4 and 4.5. Observing the temperature
profiles of segment 1, 6 and 11 using the first deposition sequence (Configuration 1 ),
there is an increase of about 11 ◦C when the adjacent segments 10, 15 and 20 are
deposited respectively. On the other hand, observing the segments 5, 10 and 15, due to
their adjacent segment (6, 11 and 16, respectively) are deposited just after them, their
temperature increase only in 1 ◦C (marked with a circle in Figure 4.4).
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Figure 4.4 Temperature evolution of filaments in Configuration 1, according to Figure 4.3.
On the other hand, all the segments increase their temperature in 7.7 ◦C when a
new filament segment is deposited on its right when the second configuration deposition
sequence (Configuration 2 ) is used. Thus, a more uniform temperature profile is obtained
with Configuration 2.
Figure 4.5 Temperature evolution of filaments in Configuration 2, according to Figure 4.3
Moreover, in order to analyse the effects of depositing a filament segment on the top
of another, the temperature evolution of a two-layer component is reproduced as shown
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in Figure 4.6. The temperature evolution of four adjacent segments, 1, 10, 21 and 30,















































Figure 4.7 Temperature evolution of filaments of two layers specimen, according to Figure
4.6.
Three different peaks are observed in the temperature evolution of the segment 1
with the time, corresponding to the deposition of the other three segments. With the
deposition of segment 10, the temperature of segment 1 increases about 11 ◦C as in the
previous example (Configuration 1 ). However, when the element 21 is deposited, which
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is the filament element deposited above it, the temperature increases by up to 17 ◦C.
This increase is due to the fact that with the deposition of segment 21, the heat loss
by convection decreases while a higher positive heat flow is introduced by conduction
to the segment. Moreover, it can be observed that in the temperature evolution of the
element 21 there is an increase of about 13 ◦C in temperature due to the deposition of the
adjacent element 30. Furthermore, it must be noted that while the filaments deposited
in the second layer tend to a temperature of about 50 ◦C, the filaments of the first
layer tend to a temperature of about 70 ◦C. This discrepancy is due to the differences
in temperature between the support temperature that is 100 ◦C and the environment
temperature around the printing zone that in this case is fixed at 50 ◦C.
Lastly, some studies have shown the influence of the magnitude Textr − TE in the
void density (Rodriguez et al., 2000). In this regard, Figure 4.8 shows the temperature
evolution versus time for two sets of processing temperatures. Large differences between
the extrusion and environmental temperatures induce faster rates of cooling before
reaching Tg. Although faster cooling rates avoid excessive deformation due to gravity
or the weight of other filaments, increasing the period of time in which the filament
is above the glass transition temperature improves the bonding process (Rodriguez
et al., 2000). On the other hand, a high extrusion temperature is required to lower the
viscosity and enhance the flow of material through the extruder. However, as stated in
Section 4.1, unfortunately, the temperature needed to achieve low viscosity to improve
the extrusion and reach a complete filling of the voids, can induce irreversible thermal
damage. Therefore, an equilibrium between Textr and TE is needed to get the optimal
solution for the 3D printing process.
Tg =94°C
Figure 4.8 Influence of Textr − TE on the temperature of the filament segment.
65
Thermal and sintering models of the manufacturing process
4.3 Analysis of the intra-fibre heat transfer
From the analysis of the mesostructure developed in Chapter 3, it is concluded that the
top regions of the fibres are flatter than the bottom regions independently of the printing
parameters used in this work. In this regard, Rodriguez et al. (2000) also observed an
asymmetric shape in the mesostructure of the FMD components manufactured with
different air gap, flow rate, and extrusion and environmental temperature conditions; and
different deposition strategies: aligned and skewed. Although in the previous section the
temperature inside the cross-section is assumed constant and uniform, the asymmetric
shape is, in part, due to a highly non-uniform temperature distribution along the section
of each fibre. Temperature gradients in the fibre cause a non-uniform viscosity inside
the material, which leads to enhance the flow process in those areas where the viscosity
is lower. To analyse these effects, a 2D heat transfer model has been proposed and
numerically implemented in MATLAB using finite differences.
The finite difference method is a numerical method for solving partial differential
equations (PDE) by discrete approximations. The physical domain is discretised in a
finite number of points where the discrete solution is computed. Therefore, increasing
the number of points improves the accuracy of the numerical solution while requiring
higher computational time. These points are referred to as nodes, which compose the
imaginary mesh presented in Figure 4.9, where ∆x and ∆y are the local distances along

















Figure 4.9 Two dimensional finite difference grid.
The heat diffusion equation is expressed as
k∇2T = ρCpV ∂T
∂t
+ hconv(A)conv(T − TE) (4.14)
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where k is the thermal conductivity, ρ is the density, Cp is the specific heat capacity,
hconv is the convective heat transfer coefficient, TE is the environmental temperature, V
is the volume and (A)conv is the convection area. No generation of heat flux is considered.
Applying the finite difference method, the differential equations are spatially and
temporally discretised in nodes and time increments, respectively. Considering a 2D
problem, ∆z can be assumed as ∆z = 1 and, therefore, V = ∆x∆y is the volume of the
grid. In addition, it is considered that ∆x = ∆y and, therefore, the area of convection
can be expressed as (A)conv = ∆x for all the cases.
4.3.1 Implementation
For the implementation of the heat diffusion equation, an explicit scheme is used.
Therefore, it is computed forward in time using the temperatures from previous time
steps. Due to the initial conditions depend on the position of the node inside the mesh,
the equations for three different position (interior node, external node and corner node)
are presented, see Figure 4.10.
(i,j) (i+1,j)(i - 1 ,j)
(i,j - 1 )
(i,j+1)
(a)
(i,j)(i - 1 ,j)
(i,j - 1 )
(b)
(i,j) (i+1,j)(i - 1 ,j)
(i,j - 1 )
(c)
Figure 4.10 Equations considering different nodes: (a) interior node, (b) corner node and
(c) exterior node.
Considering an interior node, heat exchange by conduction is produced with all the
adjacent nodes, and the equation for this first case can be expressed as
T t+1i,j − T ti,j
∆t = α
T ti+1,j + T ti−1,j − 2T ti,j
∆x2 + α
T ti,j+1 + T ti,j−1 − 2T ti,j
∆y2 (4.15)
where α = kρCp is a constant diffusion coefficient. Organising terms, the temperature in
the instant t+∆t can be obtained as
T t+1i,j = T ti,j + α∆t
T ti+1,j + T ti−1,j − 2T ti,j
∆x2 + α∆t
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If the node is a corner node, heat exchange by conduction is produced with (i− 1, j) and
(i, j − 1) nodes, while a convective heat flux is generated with the ambient as
T t+1i,j = T ti,j + α∆t
T ti−1,j − T ti,j
∆x2 + α∆t







i,j − TE) (4.17)
Moreover, an exterior node exchanges heat by conduction with (i− 1, j), (i, j − 1) and
(i+ 1, j) nodes, and by convection with the ambient. In that case, the equation can be
expressed as
T t+1i,j = T ti,j + α∆t
T ti+1,j + T ti−1,j − 2Ti,jt
∆x2 + α∆t









Finally, to define the temporal step size and spatial mesh step, it is necessary to ensure
the stability and the convergence of the simulations. To ensure stability using an explicit













4.3.2 Results and discussion
In order to analyse the intra-fibre heat transfer, in this section, the cross-section tem-
perature profile is obtained for the filament segments 1, 10, 21 and 30 presented in the
previous section (see Figure 4.6). The initial temperature imposed in each segment is
presented in Table 4.3. These temperatures coincide with the temperature reached after
6 seconds of the beginning of the manufacturing process, instant in with segment 30 is
deposited (see Figure 4.7).







4.3 Analysis of the intra-fibre heat transfer
In order to simplify the problem, a square cross-section is assumed with width
and height of 0.3 mm. In addition, the heat transfer by conduction with the remaining
segments and with the support is neglected. In this regard, the heat transfer by convection
is considered only on the left edge of the segments 1 and 21, and the edge of the top
of the segments 21 and 30. A thermal conductivity of k = 0.1768 W/m◦C is used
(Rodriguez and et al., 2000). The remaining properties are the same as those given in
Table 4.2. Figure 4.11 shows the results of the four segments after 0.18 s. A non-uniform
distribution is observed, being the bottom left corner the cooler point, coinciding with
the first segment deposited, and reaching the higher temperature in the upper right
corner, coinciding with the last segment deposited.
3021
101
Figure 4.11 Intra-fibre heat transfer analysis at t=0.18 s: temperature profile of segments 1,
10, 21 and 30, according to Figure 4.6.
Furthermore, Figure 4.12 shows the temperature distribution inside the segment 30.
Observing this latter, higher temperatures are reached in the upper part of the filaments,
being the upper right corner where higher temperatures prevail, the furthest region
from the adjacent filaments. This trend is in agreement with the transient heat transfer
analysis carried out by Rodriguez et al. (2000) on an elliptical fibre, using the finite
element code ABAQUS.
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30
Figure 4.12 Intra-fibre heat transfer analysis at t=0.18 s: segment 30, according to Figure
4.6.
Due to the simplification considered, the temperature in the segment 30 is lower than
the obtained in the instant 6.18 s in Figure 4.7. However, the objective of this section is
to analyse the asymmetric temperature distribution inside the filament.
This non-uniform temperature distribution together with the way in which the
filament is deposited, where the extruder applies a continued downward pressure during
3D printing, is thought to be the reason for the flattening in the top side of the filaments,
see Figure 4.13.
Figure 4.13 Mesostruture for FDM-ABS material with a layer height of 0.3 mm.
4.4 Model of sintering
Sintering is defined as the coalescence of particles under the action of surface tension
(Bellehumeur et al., 1996; Pokluda et al., 1997). This phenomenon takes place in polymers
at a temperature above the glass transition (Rosenzweig and Narkis, 1981) when the
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material is in a viscous or rubbery state. However, experimental observations suggest
that most of the neck growth occurs at temperatures above a material-characteristic
temperature known as critical sintering temperature (about 200 ◦C for the ABS) (Bahr
and Westkamper, 2018; Bellehumeur et al., 2004).
In the case of amorphous polymers, such as ABS, experimental studies have led to the
conclusion that sintering mechanism of these polymers is essentially a Newtonian viscous
flow where surface tension is the major driving force (Rosenzweig and Narkis, 1981).
In this regard, some authors have proposed different analytical models to describe the
sintering process of polymers (Frenkel, 1945; Hopper, 1984; Pokluda et al., 1997). The
first analytical approach describing the sintering process was proposed by Frenkel (1945).
This model is based on Newtonian viscous flow under the action of surface tension of
two identical spheres. However, this model does not satisfy the continuity equation. In
this regard, Eshelby (1949) proposed a corrected model based on this latter, which is
known as Frenkel/Eshelby model, and where the velocity field satisfies the condition of
incompressibility. Despite that, both models are able to describe only the early stages of
neck growth and are not adequate to describe the complete process. Later, Hopper (1984)
analysed the coalescence of two equal viscous cylinders by creeping viscous plane flow,
and proposed that the evolution of the neck growth of such cylinders can be described
using a one parameter family of inverse ellipses of constant area. Lastly, Pokluda et al.
(1997) developed a modification of Frenkel’s sintering model which describes the complete
sintering process of two spherical particles based on the work balance of surface tension
and viscous dissipation. In this model, the evolution of the angle of intersection of the






(1− cos(θ(t))) (1 + cos(θ(t)))1/3
(4.21)
where a0 is the initial radius, Γ is the surface tension and η is the viscosity. This model
does not take into account the evolution of the particle shape with time, unlike Frenkel’s
model; however, the variation of the particle radius is considered. Although this model
has been used to describe the sintering process during FDM processes (Bellehumeur
et al., 2004; Sun et al., 2008), this approach presents important limitations related to
the geometry of the filament cross-section. Therefore, in this section, a new model based
on the methodology proposed by Pokluda et al. (1997) but considering more realistic
geometry, as shown in Figure 2.4, is developed.
As stated previously, Pokluda et al. (1997) model is based on the work balance
of surface tension and viscous dissipation. All other forces, including gravity, are
neglected. Taking into account the observations made previously, the cross-section can
be decomposed into two half-discs and a rectangle. The layer height (H0) and length
(L0) of each filament are assumed constant during the sintering process, see Figure 4.14.
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Figure 4.14 Filament sequence of one layer.
As a first approach, the proposed model is idealised as two isolated filaments. Note
that, for filaments that are in the centre of the component, the left filament would
have undergone a previous sintering process. Although its initial geometry would be
different, this aspect is not considered here for simplicity. At initial time t = 0, the
cross-sectional geometry is composed of two half-discs with a radius equal to H02 and a
rectangle with an initial width w0, see Figure 4.15. At this point in time, there is only
one contact point between filaments. With the evolution of the process, the centres of
the contacting half-discs, move towards the initial contact point O leading to the overlap
of both half-discs, where θ(t) is the angle of the intersection and X(t) the radius of neck.
The sintering process is completed when all the mass of the half-discs is transferred to




OC OC C 
θ(t)
 O
Figure 4.15 Sintering process.
A proper definition of the problem requires to satisfy the conservation of mass during
the sintering process. Due to the H0 and L0 are assumed constant, the width of the
rectangle part, w(t), is assumed to evolve with time. These assumptions are motivated by
experimental observations from the mesostructural characterisation developed in Section
3.2. Therefore, assuming constant density, the evolution of w(t) can be obtained from







)2 +H0w0)L0 = 2(π (H02 )2 +H0w(t)− (H0/2)22 (2θ(t)− sin(2θ(t)))L0
(4.22)
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In that case, the part in which sintering takes place is a semicircular segment as shown
in Figure 4.16, where its area (A) and perimeter (S) are calculated as
A = R
2
2 (2θ(t)− sin(2θ(t)) =
(H0/2)2
2 (2θ(t)− sin(2θ(t)) (4.24)
S = R2θ(t) = H02 2θ(t) (4.25)
2θ SA
R=H0/2
Figure 4.16 Area and length of a circular segment.
Similarly, the total external surface of both filaments is expressed as














Thus, considering Equation (4.23), the total surface of both filaments varies with θ(t) as
S(t) = 4(L0 +H0)w0 +
(
2π − θ(t)− 12 sin(2θ(t))
)
L0H0 + πH02 (4.27)
The evolution of the angle of the intersection is obtained from a work balance of
surface tension and viscous dissipation, where all the other forces are neglected.




where Γ(Tr) is the temperature-dependent coefficient of surface tension. Using the
definition of Equation (4.27), the work of surface tension is obtained as




In continuum mechanics, a Newtonian fluid is a fluid in which the viscous stresses are
linearly proportional to the rate of change of its deformation over time and, therefore, the
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viscosity η of the fluid does not depend on the stress state and velocity of the flow. The
strain rate tensor, which describes how the deformation of a fluid element changes with
time, is defined as the gradient of the velocity vector field ∇u˙. For an incompressible
Newtonian fluid, the viscous stress can be related to the strain rate as
τ = η(∇u˙+∇u˙T ) (4.30)




∇u˙ : τdV (4.31)
where V is the volume of the system. An extensional fluid is a fluid in which the velocity
vector can be expressed in the form
u˙x = e˙1x⃗; u˙y = e˙2y⃗; u˙z = e˙3z⃗ (4.32)
in a fixed Cartesian coordinate system (x, y, z), where u˙x, u˙y and u˙z are the components
of the velocity vector and e˙1, e˙2 and e˙2 are the principal rates of strain (Petrie, 1999).
Assuming an extensional flow, the gradient of velocity can be expressed as
∇u˙ =
e˙1 0 00 e˙2 0
0 0 e˙3
 (4.33)
Note that the deformations in height and length are negligible with respect to deformations
in width. Therefore, e˙1 ≫ e˙2 and e˙1 ≫ e˙3, with e˙1 representing the equivalent width





where the strain rate can be approximated by








































4.4 Model of sintering
The evolution of θ(t) is obtained by equating the work of surface tension to the
viscous dissipation. This derivation of θ(t) assumes that the variation of the angle of the

























where Tr is the temperature of the filament that evolves with time. Once the evolution of
sintering angle is known, the evolution of the neck radius y(t) with time can be obtained
as
y(t) = H02 sin(θ(t)) (4.38)
4.4.1 Implementation
To obtain a solution for θ(t), it is necessary to solve numerically the ordinary differential
Equation (4.37). MATLAB has different ordinary differential equation solver functions.
ODE45 function is based on the integration method Runge-Kutta (RKF45); however,
this integration method uses a variable step size and does not allow for the use of a fixed
step size. Since both surface tension and viscosity are temperature-dependent properties
and, therefore, depend on the temperature profile obtained from the thermal model, the
step size of the sintering model must be the same as the used in the thermal model.
Therefore, an algorithm using the RKF45 method has been implemented in MATLAB.
This is an adaptive method proposed by Fehlberg (1970) that permits to obtain an error
estimation and, therefore, is used to control the step size. To this end, two RK methods
of different orders to go from (xn, yn) to (xn+1, yn+1) are used (Kreyszig, 2010). The
difference between the computed y values at xn+1 gives an error estimation. Moreover,
the two formulas need only six function evaluations per step.
The fifth-order RKF method is given by
yn+1 = yn + γ1k1 + ...+ γ6k6 (4.39)
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]
. On the other hand,
the fourth-order RK method is given by
yn+1
∗ = yn + γ1∗k1 + ...+ γ5∗k5 (4.40)
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Taking into account both methods, the error estimation is









which permits to find the step size for which the convergence of the solution is obtained.
The different function evaluations ki, which are common to both methods, are
k1 = hf(xn, yn)





















k5 = hf(xn + h, yn +
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4.4.2 Results and discussion
In this section, the prediction of the evolution of the neck radius is obtained with the
new proposed model. Sintering is a temperature-dependent process since both viscosity
and surface tension values depend on temperature. During the sintering process of FDM
components, these parameters vary as the temperature of the filaments. However, for
this example, isothermal conditions are assumed at a temperature of 240 ◦C. The value
of the different parameters are summarised in Table 4.4. In addition, the predictions
in terms of the angle of intersection and diameter of the neck are compared with the
predictions from the model proposed by Pokluda et al. (1997) for a0 = H0/2, see Figure
4.17.
Table 4.4 Material properties for ABS and 3D printing parameters (Bellehumeur et al.,
2004).
Property Value
Layer height 0.3 mm
Line width 0.4 mm
Viscosity at 240 ◦C (η0) 5100 Pa·s
Surface tension at 240 ◦C (Γ0) 0.029 N/m
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Figure 4.17 Comparison between new sintering model developed in this thesis and Pokluda
et al. (1997) model predictions: (a) evolution of angle of the intersection and (b) evolution
of the diameter of the neck.
Comparing both models, shorter times are needed with the model proposed by
Pokluda et al. (1997) to reach complete sintering. However, the evolution of the angle
of intersection and, therefore, the diameter of the neck, is faster in the first stages of
the sintering process for the model proposed in this dissertation. Due to the deposited
filament reaches a temperature below Tg in a shorter period of time, Pokluda et al. (1997)
model can overestimate the sintering neck for FDM processes. Finally, the evolution of
the width of the rectangle part of the filament cross-section is obtained through Equation
(4.23). Considering that, after complete sintering, the mass of one of the half-disc goes
to the rectangle part, it can be proved that the final volume is equal to the initial one,
indicating the consistency of the model.


















Figure 4.18 Evolution of width (w) during sintering process.
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4.5 Healing process during 3D printing
Polymer healing refers to the intermolecular diffusion across the interface of two ther-
moplastics in intimate contact. Temperatures above glass transition for amorphous
polymers, or the melting point for semi-crystalline polymers, are needed to decrease the
viscosity and enhance the movement of polymer molecules (Yang and Pitchumani, 2002).
Therefore, healing is a temperature-dependent process.
The reptation theory has been widely used to describe the healing process under
isothermal conditions of amorphous polymers (de Gennes, 1971). Taking an individual
linear polymer chain with an initial length L confined in a tube, the chain moves in a
Brownian motion manner. This tube describes the topological constraint of the lateral
motion of the chain due to the engagement with neighbouring chains (Butler et al., 1998).
After a given period of time, the chain ends escaping from the tube, form minor chains
with a length l. This length of the minor chain increases until reaching L at the reptation
time when the ultimate bond strength σ∞ is achieved (Yang and Pitchumani, 2002), see
Figure 4.19.
t=0 t=tW t=tRt=t1
minor chain minor chain minor chain
Figure 4.19 Reptation movement, adapted from Yang and Pitchumani (2002)
If instead of an individual chain, we consider all the chains, after the reptation
time the interpenetration and entanglement of all of them would be reached (Yang
and Pitchumani, 2002). In that instant, the molecular configuration at the interface is
identical to that of the bulk polymer and, therefore, the same mechanical properties as
well. Thus, the degree of healing achieved can be defined as the ratio of the instantaneous












where χ is the interpenetration distance with which the chains move across the interface
and is related to the minor chain length as χ ∼ √l (Yang and Pitchumani, 2002).
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Nevertheless, Equation (4.43) is only valid for low molecular weights (Wool and O’Connor,
1981; Wool et al., 1989). For the range M > 8MC , where MC is the critical entanglement
molecular weight, the maximum bond strength is achieved at tW < t∞, being tW the
welding time (Yang and Pitchumani, 2002). Therefore, the degree of healing can be

















Based on the polymer reptation principle presented above and considering the influence
of time and temperature, Yang and Pitchumani (2002) proposed a new model for non-









where tw is the welding time that can be obtained starting from experimental results
and fitted using an Arrhenius relationship with temperature. Note that these previous
equations describe the process of intermolecular diffusion by assuming that complete
intimate contact is already achieved at the interface (Yang and Pitchumani, 2002).
4.5.1 Implementation
The healing model for non-isothermal conditions proposed by (Yang and Pitchumani,










4.5.2 Results and discussion
In this subsection, the evolution of the degree of healing with time is analysed for ABS.
Rodriguez et al. (1999) obtained the relationship of the welding time for ABS from
experimental tests, where FDM components were subjected to an annealing process
under isothermal conditions to increase the bond strength, as
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where Qd is the energy of activation (388.7 kJ/mol), R is the universal gas constant and
T is the interface temperature. However, it should be noted that the Equation (4.48)
was obtained for a specific material, ABS P400, and under a range of temperatures from
118 ◦C to 134 ◦C. Assuming a constant interface temperature of 130 ◦C, the degree of
healing versus time is shown in Figure 4.20.

























Figure 4.20 Evolution of degree of healing versus time.
After 2500 s, the maximum degree of healing is achieved. However, it is necessary to
know the activation energy value for a wide temperature range in order to apply this
model to FDM process.
4.6 Conclusions
In this chapter, a complete analysis of the thermodynamics of the 3D printing process is
presented. From the mesostructural analysis developed in Section 3.2, it was observed
that FMD components are formed by polymeric filaments bonded. The quality of the
bond, in terms of neck growth and molecular diffusion, determines the void density
as well as the mechanical properties of the bond and, therefore, the final mechanical
response of the FDM component. Regarding the bonding phenomenon, this is driven by
the thermal energy of the semi-molten material.
Due to the importance of the temperature in the printing process, a new model for the
prediction of the evolution of the filament temperature is implemented, based on the one
proposed by Costa et al. (2017). Different deposition strategies are analysed where little
differences are observed between them, considering that a non relevant factor. Moreover,
results for two-layer components show that filaments from the first layer maintain a
higher temperature for a longer period than the subsequent layers. This fact is due to
the difference in temperature between the platform and the environment.
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Moreover, from the micrographs of the cross-section, it has been observed that top
regions of the filaments are flatter than the bottom regions. Thus, an analysis of the
intra-fibre heat transfer has been developed using the finite difference method. The
results show an asymmetric distribution of the temperature inside the filament, which is
the responsible of this flatting at the top of the filaments.
On the other hand, from the analytical expression for the estimation of the void
density, the need arises for the development of models that allow for estimating the final
geometry of the filaments after the bonding process. In this regard, starting from the
sintering model proposed by Pokluda et al. (1997), in which the sintering of two spherical
particles is described, a new sintering model is proposed with a geometry in accordance
with the geometry observed in FDM. This model predicts a faster evolution of the angle
of intersection in the first stages of the sintering process compared with the Pokluda
et al. (1997) model.
Finally, the degree of molecular diffusion has been analysed through the healing model
for non-isothermal conditions proposed by (Yang and Pitchumani, 2002). However, there
is an absence of data in terms of energy activation for polymers employed in FDM for a
wide range of temperatures, which requires the development of new studies to complete
a molecular diffusion analysis in FDM.
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5 Modelling of the manufacturing processand prediction of mechanical properties
As stated previously, AM technologies provide new opportunities for the manufacturing
of components with customisable geometries and mechanical properties. In this doctoral
thesis, this issue is approached for a specific AM technique, FDM. Previous chapters have
revealed that FDM allows for customisable mechanical properties by mainly controlling
the void density and filaments orientation. In order to deepen in this issue, analytical
expressions are proposed in Chapter 3 providing tools for the prediction of void density
and posterior mechanical properties.
On the other hand, in Chapter 4, a thermodynamic analysis of the 3D printing process
is approached. In that chapter, a new sintering model is developed to simulate the bond
formation process between filaments, providing the final geometry of the mesostructure.
As sintering is a temperature dependent process, one of its inputs is the evolution of the
filament temperature during the 3D printing process. In this regard, a thermal model to
predict the temperature evolution of filaments is proposed.
In this chapter, the thermal and sintering models and the analytical expressions are
combined providing a methodology that allows for the prediction of the final properties
of FDM polymers. To this end, the outline of the chapter is a follows: in Section 5.1, the
proposed methodology is introduced; in Section 5.2, this methodology is used to predict
the mechanical properties of specimens with the same geometry and printing parameters
as those used experimentally. Moreover, with the aim of showing the potential of the
methodology in the optimisation of FDM components, a parametric study by using
end-to-end simulations is carried out, analysing the effects of different manufacturing
parameters. Finally, the conclusions of the chapter are presented in Section 5.3.
5.1 Introduction
The analytical expressions proposed for the prediction of the mechanical properties
(Equations (3.6) and (3.7)) are fed by the material properties, provided by the filament
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supplier, and the void density, which can be taken from the analytical expression for the
void density prediction (Equation (3.5)). On the other hand, this latter expression is
fed by the final geometry of the filaments after bonding process. In order to avoid the
need for experimental measurements, the sintering model developed in Chapter 4 can
be used to predict the final geometry of the filaments. Moreover, the sintering model
needs to take as input the evolution of filament temperature during the complete printing
process. In this regard, the combination of the thermal and sintering models provides a
new two-stage model for the bonding simulation.
This two-stage thermal and sintering model together with the analytical expressions
allows to create a methodology for the prediction of the mechanical properties and
mesostructure of FDM polymers as shown in Figure 5.1. Thus, it is possible to estimate




Output: Prediction of void 
density
Thermal stage: 
Temperature evolution during 
3D printing




bonding process and neck
formation during 3D printing
Figure 5.1 Procedure to predict the mechanical properties of FDM components.
5.1.1 Thermal-sintering coupling
As observed in Figure 5.1, the thermal and sintering stages are fully coupled as follows:
(i) the thermal part of the model calculates the temperature of the filaments (Tr(t))
taking into account the contacts between them and with the support; (ii) this calculated
temperature is used by the sintering part of the model to compute the sintering necks
between filament segments (y(t)); (iii) the computed sintering necks are used to determine
the updated contacts between filaments and support (λi(t)) in the thermal part of the
model.
Note that adjacent filaments are at different temperatures. For the sintering process,
the temperature of the filament being deposited can be considered to play the major role
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over the adjacent filament. Thus, the perimeter of the filament segments deposited is
calculated as
P (x, t) = 2w(t)+πH0+H0 sin(θ(x, t))+H0 sin(θ(contact4, t))−H0θ(x, t)−H0θ(contact4, t)
(5.1)
where θ(x, t) is the angle of sintering considering the temperature evolution of the
filaments, and θ(contact4, t) is the angle of sintering considering the temperature evolution
of the adjacent filaments 4, according to Figure 4.2.
Following the same figure, the fraction contact parameter λi can be expressed as
λ1,3 =
w(x, t)
P (x, t) (5.2a)
λ2 =
H0 sin(θ(x, t))
P (x, t) (5.2b)
λ4 =
H0 sin(θ(contact4, t))
P (x, t) (5.2c)
One simplification of the model considers the fraction contact perimeter as a constant,
allowing to significantly reduce computational costs. These values can be estimated
from the full model predictions and agree well with experimental observations (SEM
images). With the aim of evaluating the suitability of this simplification, we perform a
comparative study of the simulations provided by this approach and the results provided
by the full model. The results of the comparison are shown in Figure 5.2 and Table 5.1.
Although the comparison between temperature evolution shows slight differences, note
that the sintering process takes place at temperatures above Tg, being the early stage
of the cooling process where most of the bonding occurs. We can observe differences
lower than 2% between both approaches in terms of angle of intersection. Therefore, we
assume this simplification hereafter to avoid unnecessary high computational cost.
Table 5.1 Comparison between both approaches.
Model Layer height (mm) Angle of the intersection (θ)
λi = const 0.1 1.0852
λi(t) 0.1 1.0758
λi = const 0.2 0.9352
λi(t) 0.2 0.9434
λi = const 0.3 0.7358
λi(t) 0.3 0.7501
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λi=constλi(t) 
Figure 5.2 Comparison between temperature evolution with both approaches for a layer
height of 0.3 mm.
5.2 Results and discussion
Once the methodology for the prediction of the mesostructural and mechanical properties
has been proposed, this is used to analyse its suitability to predict the mechanical prop-
erties in this section. Therefore, first we predict the mechanical properties of components
with the same characteristics that those used in the experimental characterisation Section
3.3, comparing the predictions with experimental results. Moreover, a parametric study
is carried out to show the potential to find the optimal printing parameters that give
specific mechanical properties depending on the final application.
5.2.1 Prediction of the mesostructural and mechanical proper-
ties through an end-to-end simulation
In this section, the complete methodology proposed above is used to predict the final
characteristics of longitudinal specimens with the same dimensions as those used in
the experimental characterization. These are made with one, two and three layers of
materials and three different layer heights: 0.1, 0.2 and 0.3 mm. To this end, first, specific
material and printing parameters are taken as inputs for the thermal model, in turn
providing the temperature evolution of each filament. Although the room temperature is
set to 30 ◦C, the heated bed and the extruder lead to a higher envelope temperature
around the specimen. Therefore, a temperature of 75 ◦C is set according to experimental
records from the printing area (not reported). The fractions of perimeter λi are estimated
using microscope images for each layer height. In the case of a layer height of 0.1 mm,
fractions of perimeter are estimated as λ1−3 = 0.3 and λ2−4 = 0.1. For a layer height
of 0.2 mm, λ1−3 = 0.25 and λ2−4 = 0.15. For a layer height of 0.3 mm, λi = 0.15 is
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estimated for all contacts. A filament segment length dx of 10 mm is set. The rest of the
material and printing parameters are summarised in Table 4.2.
For the prediction of the sintering process, both viscosity and surface tension values
must be defined as a function of the temperature. In this regard, Sun et al. (2008)
proposed the following expression for the viscosity of the ABS: η = η0e[−b(Tr−Tref )],
where b is a model parameter. In the same way, the surface tension decreases with the
temperature as Γ = Γ0 − ∆Γ∆T (Tr − Tref ) (Sun et al., 2008). However, these properties
for the specific ABS tested in this thesis are not available in the literature, but those
of ABS P400 are. While the recommended extrusion temperature of the ABS used
in this thesis is given by the supplier as 240 ◦C, the extrusion temperature for the
ABS P400 is 270 ◦C (Sun et al., 2008). These recommended extrusion temperature is
determined by an optimal viscosity that favours the polymer flow during the 3D printing
process. Considering the viscosity a variable determining the optimal printing conditions
(that must be approximately the same for both ABS filaments), a value of 950.5 Pa·s is
estimated for the ABS tested at 240 ◦C (η0). All the properties are summarised in Table
5.2.
Table 5.2 Material properties of ABS (Sun et al., 2008).
Property Value
Viscosity at 240 ◦C (η0) 5100 Pa·s
Model parameter (b) 0.056
Surface tension at 240 ◦C (Γ0) 0.029 N/m
Temperature dependence ∆Γ/∆T -3.45·10−3 N/m◦C
Reference temperature (Tref ) 240 ◦C
Table 5.3 compared the predictions in terms of neck radius and void density of two-layer
specimens with the experimental data obtained from the mesostructural characterisation.
The differences observed between model predictions and experimental measurements can
be explained by the assumptions considered. In addition, neither model temperature
nor model sintering account for the creep deformation under the effect of gravity or the
continued downward pressure from the extruder during the manufacturing process (Sun
et al., 2008).
Table 5.3 Comparison of void density prediction and digitised image results.
Digitised image results Model predictions
Layer height (mm) 0.2 0.3 0.2 0.3
Dimensionless neck radius 0.812 0.692 0.728 0.629
Void density (%) 2.07 4.75 3.31 7.56
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Moreover, the same procedure is used to predict the void density of different con-
figurations shown in Table 5.4. Lower void densities are obtained when the number of
layers increases. This can be explained by the fact that higher temperature gradients are
produced towards the bottom part when the number of layers increases. This results in
a larger neck between filaments of the first layer.
Table 5.4 Experimental results of specimens with a longitudinal raster orientation.













Finally, the mechanical properties can be predicted from the void density estimations.
These results (model predictions) are compared with the experimental data for both
raster orientations in Figures 5.3 and 5.4. The results show that the methodology is
able to predict the different trends as a function of the void density and layer height
with a maximum error of 14% between model predictions and experimental results. The
only case of study with a larger error than 14% is the prediction of the elastic modulus
for the longitudinal three-0.1 mm-layer specimen. This result can be explained by an
overestimation of the void density. Apart from this case, the mechanical properties
predictions are in excellent agreement with the experimental results.
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Figure 5.3 Comparison between experimental mechanical properties (with error bars) and
predictions for longitudinal specimens.
89




















1 layer 2 layers 3 layers
























1 layer 2 layers 3 layers
0.1 mm 0.2 mm 0.3 mm 0.1 mm 0.2 mm 0.3 mm 0.1 mm 0.2 mm 0.3 mm
(b)
Figure 5.4 Comparison between experimental mechanical properties (with error bars) and
predictions for transversal specimens.
5.2.2 Parametric study of the influence of printing and process
parameters
The procedure proposed in this chapter provided a powerful tool to find the optimal
parameters that give specific mechanical properties depending on the final requirements.
It is consequently possible to find the optimal parameters to obtain a specific set of
mechanical properties depending on the final application. This can be done by making
use of a parametric study of the influence of printing and process parameters on the
mesostructural and mechanical properties of the printed component. Therefore, in this
subsection, a parametric study is presented where the influence of some printing and
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process parameters is analysed: layer height, printing speed, environment and support
temperature.
The reference parameters are chosen to be the ones used in the previous subsection
for longitudinal two-0.3 mm-layer specimens. The results in terms of void density are
shown in Figure 5.5.
Reference parameters 
Figure 5.5 Influence of printing and process parameters in the void density.
Observing these predictions, the parameter with the greatest influence is the layer
height, decreasing the void density by more than 97% when the layer height goes from
0.3 to 0.1 mm. In addition, higher environmental or support temperatures lead to
lower void densities. In this regard, note that for an environmental temperature of 90
◦C, near the support temperature (100 ◦C), the void density decreases by up to 53%.
Finally, when the printing speed is increased, the percentage of void density slightly
decreases. However, although the manufacturing times and void density decrease, a
loss of dimensional accuracy and surface quality is expected when the printing speed is
increased (Wang et al., 2019).
The results in terms of mechanical properties are shown in Figure 5.6. As all the
cases simulated have two layers, higher mechanical properties are obtained for those with
lower void density. Thus, considering the reference layer height (0.3 mm), the elastic
modulus and the maximum stress, both increase by 9% in average for a decrease of layer
height to 0.2 mm, and 33% in average for a decrease of layer height to 0.1 mm. These
tendencies are in qualitative agreement with the experimental results (see Table 3.5)
where the elastic modulus and maximum stress increase by 3% and 2%, respectively,
when the layer height changes from 0.3 mm to 0.2 mm, and by 13% and 14% when the
layer height changes from 0.3 mm to 0.1 mm. Moreover, following the same tendency as
for the void density, the mechanical properties increase by up to 7% for an environmental
temperature of 90 ◦C.
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Figure 5.6 Influence of printing and process parameters in the mechanical properties.
5.3 Conclusions
In this chapter, a new modelling methodology is proposed to predict the mechanical
properties and mesostructural characteristics of FDM polymers, taking as inputs the
printing and material parameters. Thus, the procedure is formed by four stages. The
two first stages are composed by a two-stage thermal and sintering model with which the
final geometry of the filaments after bonding is obtained. These outputs feed the third
stage, where the analytical expression for the void density prediction is used. Finally,
the results of the void density predictions along with the material properties are used to
predict the elastic modulus and maximum stress.
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The modelling predictions by this procedure are compared with the experimental
results obtained in Chapter 3, from the mechanical and mesostructural characterisa-
tion. Although results show some differences, especially in terms of void density, the
combination of the different tools allows to predict the tendencies as a function of the
different printing parameters (layer height, raster orientation and number of layers), with
a maximum error of 14% in terms of mechanical properties.
Moreover, a parametric study is conducted with the aim of showing the potential
of the proposed modelling approach to optimise FDM components. The influence of
four printing or manufacturing parameters is approached: layer height, printing speed,
environment and support temperature. The results highlight the layer height and
environment temperature as ones of the most relevant manufacturing parameters, being
the former the most critical with increments by up to 33% when the layer height changes
from 0.3 to 0.1 mm.
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6 Anisotropic viscous-hyperelasticconstitutive model for FDM polymers
The experimental observations presented in previous chapters have revealed that the
mechanical behaviour of FDM polymers is influenced by the 3D printing parameters such
as layer height, the number of 3D printed layers or printing temperatures.
These parameters determine the porosity (void density) of the final structure strongly
influencing the mechanical performance. Moreover, these components present mechanical
anisotropies arising from the 3D printing process due to the filament deposition orientation
and porosity distribution. In addition, the nature of thermoplastic polymers is complex
and viscoelastic and viscoplastic behaviours play a relevant role in their overall mechanical
response. All these considerations together make the constitutive modelling of FDM
thermoplastic polymers very challenging.
In this chapter, a hyperlastic constitutive model is developed to describe the mechan-
ical behaviour of FDM thermoplastics. This model is developed for finite deformations
within a thermodynamically consistent framework and accounts for: nonlinear response;
anisotropic hyperelasticity related to a transversely isotropic distribution of porous;
strain rate dependency; and softening 3D printing processing. Some of the previous
dependencies can be directly linked to the 3D printing parameters used during the
manufacturing process.
The parameters of the constitutive model have been identified for FDM ABS from the
experimental data presented in Chapter 3. Moreover, in order to ensure the suitability
of the model to reproduce adequately the mechanical behaviour of FDM thermoplastics,
this is used to predict the response of FDM ABS manufactured with different printing
parameters and under different loading conditions.
The list of symbols used in this chapter is provided in Table 6.1.
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Table 6.1 Nomenclature used for the constitutive formulation.
Ω0, Ω˜, ¯¯Ω,Ω Initial, dilated, dilated relaxed and current configurations
Ψ Helmholtz free-energy function
e0 Specific internal energy per unit volume in Ω0
η0 Specific entropy per unit volume in Ω0
θ0 Reference temperature
Q Heat flux per unit volume in Ω0
R Heat source per unit volume in Ω0
a0 FDM filament orientation
I Identity second-order tensor
F Deformation gradient
FE,FV,FP Elastic, viscoelastic and viscoplastic deformation gradients
C Right Cauchy-Green strain tensor
B Left Cauchy-Green strain deformation
Ii Principal invariants of C
l Velocity gradient in Ω
lE Elastic velocity gradient in Ω
L¯V Viscoelastic velocity gradient in Ω¯
¯¯LP Viscoplastic velocity gradient in ¯¯Ω
Np Direction tensor of the plastic flow
σ Cauchy stress tensor
σE,σV,σP Elastic, viscoelastic and viscoplastic Cauchy stress tensor
P First Piola-Kirchhoff stress tensor
S Second Piola-Kirchhoff stress tensor
J Jacobian
ζ Softening variable
µm Matrix shear modulus
vm, vf Initial matrix and voids volume fractions
n Shear modulus porosity-sensitivity parameter
ζ∞ Dimensionless maximum softening
α Phenomenological softening parameter
ι Softening saturation parameter
η Viscosity
q1, q2 Material parameters of the yield function
σkk Transverse hydrostatic stress




ε¯p Equivalent plastic strain
γ˙p Viscoplastic multiplier
ε˙0 Reference strain rate
C Rate-sensitivity parameter
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6.1 Description of the constitutive model
Appendix A introduces the basic fundamentals of hyperelastic constitutive modelling
taken as a basis for this section.
6.1.1 Rheological model
From the experimental results presented in Section 3.3, it can be observed that FDM
thermoplastics present a viscoelastic-viscoplastic anisotropic behaviour. Based on these
results, the rheological model is composed of a purely elastic anisotropic spring (E)
followed by two dashpots, see Figure 6.1. The former (V) accounts for viscoelastic
dependencies while the second one (P), which is in parallel with a friction element,
accounts for viscoplastic contributions. The friction element represents a yield function
controlling the plastic flow activation.
E V P
Figure 6.1 Rheological scheme of the proposed constitutive.
According to the rheological model, the stress is equal in the three components and
equal to the total stress
σ = σE = σV = σP (6.1)
6.1.2 Kinematics
The finite deformation kinematics is defined by four configurations going from an initial
reference configuration Ω0 to a current configuration Ω, see Figure 6.2. Two additional
intermediate configurations have been added. The former refers to as a dilated config-
uration Ω¯ in which only viscoplastic deformations are accounted for, while the second
one refers to as a dilated relaxed configuration ¯¯Ω in which both viscoelastic and vis-
coplastic deformations are considered. Therefore, the total deformation gradient can be
multiplicatively decomposed as
F = FEFVFP (6.2)
where FE is the elastic component and FV and FP are the viscoelastic and viscoplastic
components, respectively.
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Figure 6.2 Kinematics of the proposed constitutive.
The velocity gradient l can be written, according to the kinematics of the model, as





where lE = F˙EF−1E is the elastic component of the velocity gradient in Ω,
¯¯LV = F˙VF−1V is
the viscoelastic component defined in ¯¯Ω and L¯P = F˙PF−1P is the viscoplastic component
defined in Ω¯. Both viscoelastic and viscoplastic velocity gradients are equal to the
symmetric parts of the corresponding velocity gradients since the configurations Ω¯ and
¯¯Ω are assumed to be invariant to the rigid body rotations of Ω.
6.1.3 Thermodynamics
The constitutive relations of the model have to satisfy the first and second laws of
thermodynamics to ensure thermodynamics consistently, which are expressed per unit of
reference volume as









The constitutive modelling of a hyperelastic material is constructed from the definition
of a Helmholtz free-energy function Ψ per unit of reference volume, that can be defined
as a function of the internal energy and entropy by
Ψ = e0 − θ0η0 (6.5)
and expressed in the rate form as
e˙0 = Ψ˙ + θ˙0η0 + θ0η˙0 (6.6)
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For an isotropic material, Ψ is a scalar function of the deformation gradient F.
Moreover, motivated by the kinematics of the model, Ψ is assumed to depend on F,
FV and FP, in order to account for viscous effects. Moreover, for transversely isotropic
materials, the strain energy function also depends on the preferred direction of the
material a0. From experimental results, it has been observed that the mechanical
behaviour of 3D printed polymers is influenced not only by the printing parameters but
also by the number of layers, leading to lower stiffness and mechanical performance. In
order to include this last dependency, a softening model is proposed. Therefore, the final
Helmholtz free-energy function is defined as
Ψ = (1− ζ)Ψ0(F,FV,FP,a0) (6.7)
where ζ is a softening parameter depending on the number of layers. In addition, the
dependencies with the printing parameters such as layer height and raster orientation,
are taken into account in the subsequent definition of the energy function.
The rate form of Ψ can be derived using the chain rule as












Note that ζ depends on the number of layer and remains constant during the deformation
process. Combining both laws with Equations (6.6) and (6.8), the Clausius-Duhem
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∂FV







This inequality must be satisfied for all thermo-mechanical processes. The terms
∂Ψ0
∂FV : F˙V and
∂Ψ0
∂FP : F˙P are related to viscous dissipation and QGradθ0 corresponds to
the thermal conduction (neglected in this work as isothermal conditions are assumed).
Therefore, applying Coleman-Noll arguments (Coleman and Noll, 1963; Coleman and
Gurtin, 1967), the first Piola-Kirchhoff stress tensor P and entropy can be derived as
P = (1− ζ)∂Ψ0
∂F (6.10a)
η0 = − ∂Ψ
∂θ0
(6.10b)
Equation (6.10a) relates the stress with strain energy function and can be also
obtained for other alternative stress tensors such as for the second Piola-Kirchhoff S and
Cauchy stress tensors σ as
S = (1− ζ)2∂Ψ0
∂C (6.11a)
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As stated along this thesis, FDM thermoplastics are orthotropic materials composed
by polymeric filaments bonded and voids. In this regard, they can be approached as
a matrix reinforced by continuous aligned voids as shown in Figure 2.18. Note that a
circular cross-section of the void fibres is considered as a first approach. Thus, the elastic
resistance is defined by the strain energy function developed for neo-Hookean composites
with aligned continuous cylindrical pores by Guo et al. (2008)















+ µmvm2(1 + vf)
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where vm and vf (vf = ρvoids) are the initial volume fractions of matrix and voids
(vm + vf = 1), respectively, and µm is the shear modulus of the matrix, IE1 = trace(CE),
IE3 = det(CE) and IE4 = a0CEa0. Note that the energy function from Equation (6.12)
is alternatively defined by means of the porous direction a0 and the elastic right Cauchy-
Green deformation tensor CE = FTEFE.
Therefore, the Cauchy stress tensor is obtained as














where ∂CE/∂C is a fourth-order tensor defined as
∂CEij
∂Ckl
= FV PkiF−1V P lj (6.14)
Although µm is the shear modulus of the material itself, for the components studied
in this dissertation, it is proven that the mechanical properties for the components
with different layer heights are different, even if considering the real cross-sectional area
(without voids). It may arise from differences in the molecular organization of the chains
during the printing process due to the amount of material extruded in each condition.
This extra difference in shear modulus must be considered on top of the pure effect of
porosity and is defined, as a first approach and based on experimental tendencies, by an
exponential function as
µm = µm0(1− vm)n (6.15)
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where µm0 is the shear modulus of the bulk material and n is a material parameter
introducing an extra dependency on porosity (Kovácik, 2001).
Finally, the softening variable, which describes the dependency with the number of
layers, is given by
ζ = ζ∞[1− exp(−α/ι)] (6.16)
where ζ∞ describes the dimensionless maximum softening (i.e the maximum softening
of the printed polymer with respect to the bulk material that is observed because of
increasing the number of layers), and α is a phenomenological variable that describes the
material softening and is defined as α = (Z − 1), with Z being the number of layers. In
addition, ι is referred to as the softening saturation parameter, which is the number of
layers from which the softening does not increase.
For the definition of the viscoelastic component of the velocity gradient in Ω, the





where η is the viscosity, which is assumed constant for all the cases.
6.2.2 Viscoplastic resistance
In the rheological model, the viscoplastic dashpot is defined in parallel to a friction element.
This friction element governs the activation of the plastic flow by a yield function depen-
dent on void fraction. The materials used for FDM are glassy or semi-crystalline polymers
and, therefore, the plastic yielding mainly occurs by shear deformation mechanisms (e.g
shear transformation zones (Samadi-Dooki et al., 2016; Voyiadjis and Samadi-Dooki,
2016)). In addition, the experimental results show shear bands suggesting the dominance
of shear mechanisms during the plastic deformation, see Figures 3.14 and 3.15. The
modelling of shear yielding in porous materials has been previously addressed in the
literature by Gurson based criteria, even for polymeric materials showing a good predic-
tive capability (Jeridi et al., 2015; Oral et al., 2012). As in this thesis, only the study of
thin layers of FDM polymers subjected to tensile conditions is approached, although the
hydrostatic stress usually has a relevant influence on the yielding, this dependency is not
included in the yielding of the bulk material here. Therefore, the yield function proposed
by Gurson (1977) for long circular cylindrical voids and modified by Tvergaard (1981,













− (1 + (q1vm)2) = 0 (6.18)
where q1 and q2 are material parameters that control the dependency with the porosity,
σkk is the transverse hydrostatic stress to filament (or porous) direction, which is equal
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to σkk = σ22 + σ33 if a0 = [100], σeqv is the equivalent von Mises stress and σ0 follows
an isotropic softening Voce law as
σ0 = (1− ζ) (σy − (σs − σy) [1− exp(−Hε¯p)]) (6.19)
where σy is the yield stress, σs is the saturation stress, H is the softening parameter and
ε¯p is the equivalent plastic strain. Since the yield stress is influenced by the number of
layers, Eq.(6.19) also includes a softening variable.
The viscoplastic part of the velocity gradient in Ω is defined by an associated
viscoplastic flow rule as
Lp = γ˙pNp (6.20)
where γ˙p is a viscoplastic multiplier providing the magnitude of the plastic flow and Np
is a tensor that provides its direction. This last tensor is obtained by deriving the yield





Finally, the rate of flow is taken to follow a thermally activated process of Arrhenius





























− σ02(1 + (q1f)2)
)(1/2)
(6.23)
6.2.3 Numerical implementation of the model
The model previously described is numerically implemented in MATLAB to reproduce
the uniaxial tensile stress-strain response. Apart from the numerical implementation of
the constitutive equations, these numerical cases require the additional implementation
of a Newton-Raphson integration algorithm to calculate the progressive compressible
deformation of the structure during the application of the load. To this end, the following















where Equation (6.24a) represents the cases when the load is applied longitudinally to
the filaments’ direction (X direction) and Equation (6.24b) represents the cases when
the load is applied transversally to the filaments’ direction (Y or Z direction). σ11, σ22
and σ33 are the Cauchy stress components in the X, Y and Z directions, respectively.






























Initialisation of variables: 
Deformation gradient F=I 
Viscous deformation gradient FV=I 
Plastic deformation gradient FP=I 
Calculation of λi+1 at load direction in 
the step increment i+1  
Calculation of the remaining Fi+1 
components assuming compressible 




Inputs of the constitutive code: 
Current deformation gradient Fi+1 
Viscous deformation gradient from 
previous step FVi
Plastic deformation gradient from




Outputs of the constitutive code: 
Current Cauchy stress tensor σi+1  
Current viscous deformation gradient FVi+1
Current plastic deformation gradient FPi+1
FPi+1=FPi+ΔtFV-(i+1)FE-(i+1)LPFEi+1FVi+1FPi
FVi+1=FVi+ΔtFE-(i+1)LVFEi+1FVi
Figure 6.3 Numerical implementation scheme.
6.2.4 Identification of model parameters for FDM ABS
In this section, the identification of the parameters of the previously proposed constitutive
model is presented for FDM ABS.
The void density values used for each layer height are shown in Table 6.2. These
values are the average of the experimental results obtained in Section 3.2.
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Table 6.2 Void densities used in the model.




Taking as a reference the result obtained for longitudinal one-0.1 mm-layer components




, the model parameters are identified based
on their correspondence with the mechanical response following four blocks:
i. Visco-hyperelastic responses
The model parameters µm0 and n determine the hyperelastic response of the
material. Moreover, the parameter η governs the linear viscoelastic response and is
calibrated against experimental results at different strain rates.
ii. Yield stress
The parameters σy, σs and H define the yielding process. Moreover, q1 and q2 are
phenomenological parameters to capture the dependency of the yield stress with
void density. Because of plasticity is only reached when the load is applied along
the filaments’ direction (σkk = 0), the value of q2 is not identified.
iii. Viscoplastic response
ε˙0 and C are associated with the nonlinear viscoplastic dashpot. The former is
set at the lower strain rate used for the experimental tests, while the second one
controls the strain rate dependency on yielding.
iv. Softening model
Although the elastic response is modelled as a porous hyperelastic function, the
experimental results have shown that the stiffness of specimens manufactured by
FDM is not only a function of the void density but also of the number of layers.
This is explained by the fact that when the number of layers increases so does the
number of interactions. Therefore, an overall softening of the material associated
with the 3D printed process has been included to reproduce the dependence of the
shear modulus and yield stress with the number of layers. The maximum softening
value ζ∞ is set equal for all the cases. However, the rate with which this value is
reached is different for shear modulus ιµ and yield stress ισ0 , and for longitudinal
(L) and transverse (T ) components.
The calibrated parameters for FDM ABS are provided in Table 6.3.
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Table 6.3 Material parameters for FDM ABS.
Elastic response Viscoelastic response softening model
µm0 (MPa) n η (MPa·s) ζ∞ ιµL ιµT ισ0
780 4.7 4.5 · 105 0.7 0.7 7 14
Viscoplastic response
σy (MPa) σs (MPa) H q1 q2 ε˙0 (s−1) C
34.5 37.5 110 4.2 - 3 · 10−4 0.028
6.3 Results and discussion
This section analyses the suitability of the model to predict the mechanical behaviour
of FDM polymers for different printing and loading conditions. To this end, model
predictions are compared with the original experiments to analyse the predictive capability
on:
i. FDM ABS specimens manufactured with different layer heights (0.1, 0.2 and 0.3
mm).
ii. FDM ABS specimens manufactured with different raster orientation (longitudinal
and transverse).
iii. FDM ABS specimens manufactured with different number of layers (from one to
three).
iv. FDM ABS specimens tested at different strain rates (3 · 10−4s−1 and 3 · 10−3s−1).
v. FDM ABS specimens tested at load-unload uniaxial tension at a strain rate of
3 · 10−4s−1.
The ability of the model to predict the elastic nonlinear and yielding behaviour
of FDM ABS depending on different void densities is presented in Figure 6.4. This
figure compares model predictions and experimental data for one-layer specimens with
three different layer heights at 3 · 10−4s−1. The model is able to capture the anisotropic
response and the dependence on porosity. Good agreement between the model predictions
and experimental data is found in terms of elastic slope and yielding; however, the model
presents a higher error to predict the yield stress for 0.2 mm-layer specimens. This is
due to the particular behaviour of these 0.2 mm-layer specimens where their maximum
stress is similar to the one obtained for 0.3 mm -layer specimens.
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(a) (b)
Figure 6.4 Comparison of experimental stress-strain response versus model predictions
of one layer FDM ABS specimens with three different layer heights at a strain rate of
3 · 10−4s−1: (a) longitudinal and (b) transversal.
On the other hand, experimental results show that the mechanical response of FDM
thermoplastics is influenced by the number of layers due to manufacturing imperfections
and interfaces between filaments. This particular dependence is included in the model
through a softening variable. Experimental data are compared with model predictions
for 0.1 mm-layer specimens with different number of layers of material for both loading
directions in Figure 6.5. The predictions demonstrate that the proposed model faithfully
captures both shear modulus and yield stress dependencies with the number of layers as
well as the influence with the raster orientation. However, more experimental tests are
needed to fully analyse this dependence and provide the number of layers that constitutes
the upper softening limit.
(a) (b)
Figure 6.5 Comparison of experimental stress-strain response versus model predictions of
0.1 mm layer height FDM ABS specimens at a strain rate of 3 · 10−4s−1: (a) longitudinal
specimens with different number of layers and (b) transversal specimens with different
number of layers.
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The ability of the model to account for strain rate dependency in both viscoelastic
and viscoplastic behaviours is shown in Figure 6.6. The results confirm the ability of
the model to predict the hardening increase, in both elastic and inelastic parts, with
increasing loading rate.
(a) (b)
Figure 6.6 Comparison of experimental stress-strain response versus model predictions of
one layer FDM ABS specimens at different strain rates: (a) longitudinal 0.1 and 0.3 mm
layer height specimens and (b) transversal 0.1 and 0.3 mm layer height specimens.
Moreover, with the aim of illustrating the ability of the model to account for both the
number of layers and strain rate, Figure 6.7 shows the model predictions for three-0.3 mm-
layer specimens. Although the dependency with the number of layers is calibrated for 0.1
mm components, a good agreement can be also observed between model and experimental
results for specimens with different layer heights and for both raster orientations.
(a) (b)
Figure 6.7 Comparison of experimental stress-strain response versus model predictions of
three-0.3 mm-layer FDM ABS specimens at different strain rates: (a) longitudinal specimens
and (b) transversal specimens.
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Finally, Figure 6.8 shows the prediction capability of the model to capture the
load-unload tensile response for a one-0.1 mm-layer longitudinal specimen.
Figure 6.8 Comparison of experimental load-unload tensile response versus model predictions
of one-0.1 mm-layer longitudinal FDM ABS specimens at a strain rate of 3 · 10−4s−1.
In view of the numerical results, it can be concluded that the proposed model
constitutes the first continuum approach for finite deformations that accounts for both
material and printing dependencies with a proved capability to model the mechanical
behaviour of FDM 3D printed thermoplastic polymers. The model is able to capture with
good agreement the dependencies with the layer height, number of layers and loading
conditions (direction and strain rate). However, further efforts are needed to complete
the constitutive description. In this regard, the model is not able to capture the nonlinear
behaviour before yielding and fails at predicting adequately the response of 0.2 mm layer
specimens.
6.4 Conclusions
FDM components present a complex mechanical behaviour. In this thesis, the influence of
three printing parameters has been studied: layer height (which defines the void density),
number of layers and raster orientation. In addition, thermoplastic polymers are strain
rate dependent and can present different stress-strain curves with nonlinear regions and
stages of softening and hardening. Considering these effects, a new constitutive model
for FDM components has been developed accounting for strain rate (in both elastic
and plastic responses), transverse isotropy, porosity and number of layers dependencies.
The consistent thermodynamic framework proposed here is general and permits the
development of further constitutive models for FDM polymers.
This general constitutive framework has been particularised for FDM ABS polymers.
The model has been numerically implemented and its parameters have been identified
for FDM ABS from experimental data previously obtained for uniaxial tensile states.
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Good agreement between numerical predictions and experimental data has been found in
terms of stress-strain curves depending on load direction, void density, number of layers
and strain rate.
The results presented in this chapter demonstrate the capacity of the model proposed
to predict the mechanical behaviour of FDM polymers by a continuum approach.
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7 Conclusions and future works
This chapter summarises the main conclusions of this doctoral dissertation and proposes
future work to follow up the new research line initiated in this thesis.
7.1 Conclusions
In accordance with the main objective, the research carried out along the thesis has
allowed to deepen in the understanding of the influence of printing parameters on
the mechanical properties of FDM thermoplastics. To this end, the mechanics and
thermodynamics of the 3D printing process, which determine the mesostructural and
mechanical properties of FDM thermoplastics, have been analysed. Moreover, a new
continuum constitutive model for FDM thermoplastics has been developed. To achieve
this general goal, other secondary conclusions have been previously reached. While the
main results of this thesis have already been exposed at the end of each chapter, in this
section, the principal outcomes associated with each specific objective are highlighted.
First, an experimental characterisation of the mesostructure of FDM components has
been carried out to study the influence of the printing parameters on it:
i. A mesostructural characterisation has been carried out through the analysis of
cross-sectional images of ABS specimens obtained with SEM. The specimens were
manufactured with different layer heights, raster orientation and number of layers.
From these results, it has been concluded that 3D printed components are porous
structures highly influenced by printing parameters such as layer height and number
of layers.
ii. From the results and conclusions obtained in this experimental characterisation, an
analytical expression to predict the void density has been proposed. This equation
has been developed by means of the final mesostructure geometry and validated
with experimental results of void density.
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Then, an experimental characterisation of the mechanical behaviour of FDM thermo-
plastics has been carried out to study the influence of printing parameters:
i. A complete experimental campaign has been carried out through the development
of uniaxial tensile tests under quasi-static conditions at two different strain rates
(3 · 10−4s−1, 3 · 10−3s−1). The specimens were manufactured with different layer
heights, raster orientations and number of layers, resulting in a total number of
eighteen groups of specimens and more than 140 tests. The results show that the
mechanical properties (in terms of elastic modulus and maximum stress) improve
when the layer height and number of layers decrease. Moreover, specimens with a
longitudinal raster orientation show better performance than those manufactured
with a transversal raster orientation.
ii. From the results and conclusions obtained in this experimental characterisation,
analytical expressions for the prediction of the mechanical properties (elastic
modulus and maximum stress) have been proposed. These equations are a function
of the mechanical properties of the bulk material, void density and number of
layers.
Next, the mechanics and thermodynamics of the FDM process have been analysed
through the development of thermal and sintering models to simulate the bond formation
process between adjacent filaments:
i. A new model for the prediction of the evolution of filament temperature has been
developed based on the previous work by Costa et al. (2017). Following with the
thermal analysis, a 2D heat transfer model has been implemented using the finite
difference method to study the intra-fibre heat transfer between adjacent filaments.
This last model takes as input the temperatures obtained from the previous one.
ii. A new sintering model has been developed based on the previous work by Pokluda
et al. (1997). This model describes the sintering process of two filaments with a
cross-sectional geometry in accordance with the geometry observed from original
mesostructural characterisation. In addition, the degree of molecular diffusion
across the interface of two filaments is studied using the model proposed by Yang
and Pitchumani (2002) for the healing process under non-isothermal conditions.
Then, from the analytical expressions and models developed previously, a complete
methodology has been proposed for the prediction and optimisation of mesostructural
and mechanical properties:
i. The two-stage model, composed by the thermal and sintering models, is combined
with the theoretical expressions proposed previously to estimate the final mesostruc-
ture and mechanical properties of FDM polymers. This procedure takes as input
data manufacturing parameters and material properties of bulk material.
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ii. The proposed methodology has been used to conduct end-to-end simulations
of the printing process and estimate the mechanical properties and structural
details of ABS specimens, reproducing the conditions used in the experimental
characterisation. Moreover, a parametric study is developed to study the influence
of some manufacturing parameters: layer height, printing speed, environmental
temperature and the temperature of the support plate. These results show that layer
height is the most critical parameter followed by the environmental temperature.
Finally, a continuum constitutive model for 3D printed thermoplastics has been
developed based on the results from previous sections:
i. A new constitutive model for 3D printed thermoplastic polymers has been developed
taking into account the experimental insights from the analysis of FDM ABS
components. This model accounts for dependencies on strain rate, anisotropy,
porosity and number of layers within a thermodynamically consistent framework
formulated for finite deformations.
ii. The model parameters have been identified for FDM ABS and the model has been
validated for different printing parameters and loading conditions.
iii. The predictive capacity of the model has been evaluated through the study of
different cases, showing a good capability to predict dependencies on: porosity
(related to layer height), number of layers, strain rate and loading direction.
7.2 Future works
The research carried out in this doctoral dissertation is the beginning of a new research line
in the group whose objective is the understanding of the influence of printing parameters
on the mechanical response of 3D printed polymers and, ultimately, the development
of continuum constitutive models for these new materials. After the completion of this
thesis, we present the following works to extend this study:
• The influence of the number of layers on the mechanical behaviour has to be studied
for components made with more than three layers of material. In this thesis, the
influence of the number of layers on components with one, two and three layers
has been approached. However, it is necessary to continue studying their influence
in order to find the critical number of layers from which the mechanical softening
associated is established.
• The influence of the raster orientation on the mechanical behaviour has to be
studied for a wider range of angles. In this thesis, the influence of the raster
orientation has been approached for two deposition orientations: 0◦ or longitudinal
and 90◦ or transversal, where all the layers follow the same direction. Therefore,
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the work developed in this dissertation should be extended considering other raster
orientations (30◦, 45◦ and 60◦) and using an alternating raster pattern, where the
print raster direction is alternated by 90◦ with each subsequent layer.
• The influence of other printing parameters, such as the air gap, has to be approached.
In this work, a zero air gap has been used for all the components tested. Following
the same experimental methodology proposed in Chapter 3, it is necessary to
develop a mesostructural and mechanical characterisation to study the influence of
positive and negative air gap, holding the remaining parameters at the recommended
or default values.
• Development of the experimental program at different strain rates, temperatures
and stress conditions. Thermoplastic polymers present a complex behaviour with
strain rate and temperature dependences and pressure sensitivity. In this thesis,
uniaxial tensile tests have been carried out at two strain rates at quasi-static
conditions. In order to dig into the physical fundamentals behind the mechanical
behaviour of 3D printed polymer, it is necessary to develop a more complete
experimental program. To this end, uniaxial tensile, compression and impact
tests have to be carried out considering a higher range of strain rates and testing
temperatures.
• Extension of the new anisotropic viscous-hyperelastic constitutive model for FDM
polymers to include the temperature and pressure sensitivities of the material, and
the dependency with other printing parameters. Moreover, it would be necessary
to include a failure criteria and damage evolution law to describe the mechanical
behaviour of 3D printed polymers.
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Este capítulo recoge las principales conclusiones de esta tesis doctoral y propone trabajos
futuros a desarrollar en la línea de investigación iniciada con este trabajo.
8.1 Conclusiones
De acuerdo con los principales objetivos, la investigación llevada a cabo en esta tesis
ha permitido profundizar en la influencia de los parámetros de impresión sobre las
propiedades mecánicas de polímeros termoplásticos fabricador mediante el modelado por
deposición fundida (FDM). Para ello, se ha analizado la mecánica y termodinámica del
proceso de impresión, los cuales determinan las propiedades mecánicas y la estructura
interna del polímero. Además, se ha desarrollado un nuevo modelo constitutivo del
continuo para termoplásticos fabricados por FDM. Para obtener el objetivo general,
previamente se han alcanzado otros objetivos parciales. Aunque los resultados principales
de esta tesis han sido previamente expuestos al final de cada capítulo, en esta sección, se
destacan los principales resultados asociados con cada objetivo específico.
En primer lugar, se analiza la influencia de los parámetros de impresión sobre
la mesostructura de los componentes fabricados por FDM, implicando las siguientes
actividades:
i. Se ha llevado a cabo una caracterización mesoestructural mediante el análisis
de imágenes obtenidas con microscopio electrónico de barrido sobre la sección
transversal de muestras fabricadas con ABS. Las muestras se fabricaron variando el
espesor de capa, orientación de la deposición y número de capas. A partir de estos
resultados, se ha concluido que los componentes impresos por 3D son estructuras
porosas altamente influenciadas por parámetros de impresión como el espesor de
capa y el número de capas. De esta forma, por ejemplo, es posible disminuir la
densidad de vacíos disminuyendo la altura de la capa.
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ii. A partir de los resultados y conclusiones obtenidos en esta caracterización ex-
perimental, se ha propuesto una expresión analítica para predecir la densidad de
vacíos. Esta expresión ha sido desarrollada para predecir de la geometría de la
mesoestructura final y se ha validado con resultados experimentales.
A continuación, se analiza la influencia de los parámetros de impresión sobre el com-
portamiento mecánico de los polímeros termoplásticos fabricados por FDM, implicando
las siguientes actividades:
i. Se ha llevado a cabo una campaña experimental mediante el desarrollo de ensayos de
tracción uniaxiales en condiciones cuasiestáticas, a dos velocidades de deformación
diferentes (3 · 10−4s−1, 3 · 10−3s−1). Las muestras se fabricaron variando el espesor
de capa, orientación de de la deposición y número de capas, dando lugar a un
total de dieciocho grupos de muestras fabricadas bajo las mismas condiciones y
ensayando un total de 140 probetas. Los resultados muestran que las propiedades
mecánicas (en términos de módulo elástico y esfuerzo máximo) mejoran cuando
la altura de capa y el número de capas disminuyen. Además, las muestras con
una orientación de trama longitudinal muestran un mejor comportamiento que las
fabricadas con una orientación transversal.
ii. A partir de los resultados y conclusiones obtenidos en esta caracterización mecánica,
se han propuesto expresiones analíticas para la predicción de las propiedades
mecánicas (módulo elástico y tensión máxima). Estas expresiones dependen de las
propiedades mecánicas del material de partida, la densidad de vacíos y el número
de capas.
Por otro lado, la mecánica y termodinámica del proceso de FDM se estudia a través
del desarrollo de un modelo térmico y de sintering para simular el proceso completo de
formación de enlaces entre filamentos, implicando las siguientes actividades:
i. Se ha desarrollado un nuevo modelo para predecir la evolución de la temperatura
del filamento basado en el trabajo previo de Costa et al. (2017). Para completar
el análisis térmico, se ha implementado un modelo de transferencia de calor 2D
utilizando el método de diferencias finitas que permite analizar la transferencia de
calor entre filamentos adyacentes. Este modelo toma como entrada las temperaturas
obtenidas del modelo térmico previo.
ii. Se ha desarrollado un nuevo modelo de sinterización basado en el trabajo previo
de Pokluda et al. (1997). Este modelo describe el proceso de sinterización de dos
filamentos adyacentes con una geometría de sección transversal de acuerdo con la
observada experimentalmente en este trabajo. Además, se ha estudiado el grado de
healing de dos filamentos, definido éste como la difusión molecular a través de la
interfaz. Para ello se ha empleado el modelo propuesto por Yang and Pitchumani
(2002) desarrollado para procesos de healing en condiciones no isotérmicas.
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A partir de las expresiones analíticas y modelos desarrollados previamente, se propone
una metodología para predecir y optimizar la mesoestructura y las propiedades mecánicas,
implicando las siguientes actividades:
i. El modelo de dos etapas, compuesto por los modelos térmicos y de sinterización, se
ha combinado con las expresiones analíticas propuestas para predecir la mesoestruc-
tura y las propiedades mecánicas de los polímeros fabricados por FDM. Este
procedimiento toma como datos de entrada los parámetros de fabricación y las
propiedades del material de partida.
ii. La metodología propuesta se ha utilizado para realizar simulaciones de proceso
completo de impresión y predecir las propiedades mecánicas y los detalles estruc-
turales de las muestras de ABS, reproduciendo las condiciones utilizadas en la
caracterización experimental. Además, se desarrolla un estudio paramétrico para
estudiar la influencia de algunos parámetros de fabricación como espesor de capa,
velocidad de impresión, temperatura ambiental y la temperatura de la base de la
impresora. Estos resultados muestran que el espesor de capa es el parámetro de
impresión más influyente seguido de la temperatura ambiental.
Por último, se desarrolla un modelo constitutivo del continuo para polímeros termo-
plásticos impresos por 3D basado en las observaciones experimentales obtenidas en de
los capítulos anteriores, implicando las siguientes actividades:
i. Se ha desarrollado un nuevo modelo constitutivo para polímeros termoplásticos
impresos en 3D teniendo en cuenta las observaciones experimentales del análisis de
los componentes fabricados con ABS mediante FDM. Este modelo tiene en cuenta
la velocidad de deformación, la anisotropía, la porosidad y la dependencia con el
número de capas dentro de un marco termodinámicamente consistente.
ii. Los parámetros del modelo se han identificado para el ABS y el modelo se ha
validado para diferentes parámetros de impresión y condiciones de carga.
iii. La capacidad predictiva del modelo se ha evaluado mediante el estudio de diferentes
casos, mostrando una buena capacidad para predecir dependencias con: porosidad
(relacionada con la altura de capa), número de capas, velocidad de deformación y
dirección de carga.
8.2 Trabajos futuros
La investigación realizada en esta tesis doctoral es el comienzo de una nueva línea de
investigación en el grupo cuyo objetivo es comprender la influencia de los parámetros
de impresión en la respuesta mecánica de los polímeros impresos en 3D y, en última
instancia, el desarrollo de modelos constitutivos del continuo. Después de completar esta
tesis, presentamos los siguientes trabajos para extender este estudio:
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• La influencia del número de capas en el comportamiento mecánico debe estudiarse
para los componentes fabricados con más de tres capas de material. En esta tesis,
se ha abordado la influencia del número de capas en componentes con una, dos y
tres capas. Sin embargo, es necesario profundizar este estudio para encontrar el
número crítico de capas a partir del cual se estabiliza el ablandamiento mecánico.
• La influencia de la orientación de deposición en el comportamiento mecánico debe
estudiarse para un amplio rango de ángulos. En esta tesis, la influencia de la
orientación de deposición se ha abordado para dos orientaciones diferentes: 0 ◦ o
longitudinal y 90 ◦ o transversal, donde todas las capas siguen la misma dirección.
Por lo tanto, el trabajo desarrollado en esta tesis debe extenderse considerando
otras orientaciones de impresión (30 ◦, 45 ◦ y 60 ◦) y utilizando una orientación
alterna, donde la dirección de impresión de las capas es alternada en 90 ◦.
• Se debe abordar el estudio de la influencia de otros parámetros de impresión, como
el espacio entre filamentos adyacentes (air gap). En este trabajo, se ha utilizado
un espacio entre filamentos adyacentes cero para todos los componentes ensayados.
Siguiendo la misma metodología experimental propuesta en el Capítulo 3, es
necesario desarrollar una caracterización de la mesoestructura y del comportamiento
mecánico para estudiar la influencia del espacio entre filamentos adyacentes positivo
y negativo, manteniendo los parámetros restantes en los valores recomendados o
predeterminados.
• Desarrollo de un programa experimental a diferentes velocidades de deformación,
temperaturas y condiciones de carga. Los polímeros termoplásticos presentan
un comportamiento complejo con dependencia con la velocidad de deformación y
temperatura y sensibilidad a la presión. En esta tesis, se han realizado pruebas de
tracción uniaxiales a dos velocidades de deformación en condiciones cuasiestáticas.
Para profundizar en los fundamentos físicos detrás del comportamiento mecánico
del polímero impreso en 3D, es necesario desarrollar un programa experimental más
completo. Para este fin, se deben realizar pruebas uniaxiales de tracción, compresión
de carga cíclica considerando un alto rango de velocidades de deformación y
temperaturas.
• Ampliación del nuevo modelo constitutivo para polímeros termoplástico impreso
en 3D que incluya las dependencias con la temperatura y presión del material, y la
dependencia con otros parámetros de impresión. Además, sería necesario incluir un
criterio de fallo y una ley de evolución del daño para describir su comportamiento
mecánico completo.
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A Introdution to Continuum Mechanics
This Appendix introduces the basic fundamentals of hyperelastic constitutive modelling
necessaries for the development of this dissertation. This appendix has been developed
on the works of Bergström (2015b); Holzapfel (2000) and Garcia-Gonzalez (2016).
A.1 Finite deformation kinematics
The kinematics of the deformation expresses mathematically the movement of different
part of a body of interest during a deformation event. A deformable continuum body B can
be considered as a collection of infinitesimal volume elements referred as material points.
During a loading event, when the deformations are finite, the shape and localization of B
changes from the reference configuration Ω0 at time t = 0 to the current configuration Ω
at different times t > 0, as described in Figure A.1.
Taking a material point that initially occupies a position given by X, called the
reference (or material) location, is it possible to reach the new position given by x, called
current or spatial location of the material point by the mapping
x = χ(X, t) (A.1)
A.1.1 Deformation gradient
As stated before, under the applied displacement and load, a body B undergoes a variation
of shape, size and localization from Ω0 to Ω. Considering an infinitesimal line element
dX under deformation process, see Figure A.1 it is transformed into dx by
dx = F(X, t)dX (A.2)
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where F referred to the deformation gradient that is defined as
F = ∂χ(X, t)
∂X (A.3)
Therefore, the deformation gradient is the primary measure of deformation and establishes
a linear transformation that gives a vector dx by the action of F on the vector dX.
In the same way, the deformation gradient specifies how the volume is changed during
a transformation. Considering a small volume element dV in the reference configuration
under deformation process, it is transformed into dv in the current configuration by
dv = detF(X, t)dV > 0 (A.4)
where the determinant of F is referred to the Jacobian J which gives the volume ratio of












 (at time t)
X+dX
x+dx
Figure A.1 Deformation of a continuum body, adapted from Holzapfel (2000).
A.1.2 Strain tensors
The deformation gradient previously described, is the fundamental second-order tensor
that describes the evolution of material elements during motion in finite deformation
kinematics. This gradient can be uniquely decomposed into a pure stretch component
and a pure rotation as
F=RU=VR (A.5)
where R is the orthogonal rotation tensor, which is volume conserving, and U and V
are right and left stretch tensors respectively, which are positive and symmetric tensors.
Unlike displacements which are measurable quantities, strain is a non-measurable
concept. Since deformation gradient describes the changes of material elements during
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motion, it can be used for the description of strain. However, by definition, the strain
should be independent of rigid body rotation. So that, the strain tensor cannot be
directly dependent on the rotation tensor R. Therefore, the strain tensor depends on the
right or left stretch tensors. Some of the most used strain tensor is the right and left
Cauchy-Green tensors, defined as
C = FTF = U2
B = FFT = V2
(A.6)
In addition, other common strain tensor is the Green-Lagrange strain tensor which is
written as
E = 12(C− I) (A.7)
where I is the identity second-order tensor.
A.1.3 Rates of deformation tensors
To incorporate viscoelasticity and viscoplasticity effects is necessary to consider the time
derivation of the deformation gradient defined as








In addition, it can be also written as F˙ = lF, where l = gradv(X, t) is the spatial
velocity gradient. At the same time, the spatial gradient can be decomposed into rate
of deformation tensor d or symmetric part, which captures rates of deformation, and
the spin tensor w or anti-symmetric part, which captures rates of rotation, as l = d+w
where
d = 12(l+ l
T ) = dT
w = 12(l− l
T ) = −wT
(A.9)
A.2 Stress tensor
As a result of the motion and deformation of a continuum body, there is an interaction
between the material points in the interior of the body. As a consequence, stress within
the body is responsible for the deformation of the material. In order to define the concept
of stress, let us consider a general body B exposed at external forces on the boundary
surface ∂Ω at time t > 0, see Figure A.2. This body has been virtually cut along plane π
in two parts. Taking the material point x of the cutting surface, n is a unitary outward
normal vector and ds an infinitesimal area at point x. In order to satisfy force equilibrium
for the interaction of both parts of the body, internal surface forces transmitted through
the cut plane generate a traction vector t, known as Cauchy traction vector. Taking
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the previous concepts, Cauchy’s stress theorem states that exists a unique second-order
tensor field σ independent of n that is defined as
t(x, t,n) = σ(x, t)n (A.10)















 (at time t)
∂Ω0 ∂Ω
ππ0
Figure A.2 Traction vectors acting on infinitesimal surface elements expressed in reference
and current configurations, adapted from Holzapfel (2000).
Taking the same body B in the initial configuration, the position vector, normal
vector and surface elements are represented by X, N and T, where the lastly is known
as the first Piola-Kirchhoff traction vector. Equivalent to the current configuration, the
stress tensor in the reference configuration can be written as
T(X, t,N) = P(X, t)N (A.11)
where P is the non-symmetric first Piola-Kirchhoff stress tensor.
Applying Nanon’s formula, it is possible to relate both stress tensors as
P(X, t) = Jσ(x, t)FT (A.12)
Moreover, when intermediate configurations are introduced in kinematics, other com-
mon stress tensors can be useful. Two of these are the second Piola-Kirchoff (symmetric)





During the development of constitutive equations for a material, it is important to
obey some physical principles that are introduced in this section: conservation of mass,
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conservation of linear momentum, conservation of angular momentum and the first and
second laws of thermodynamics.
A.3.1 Conservation of mass
The law of conservation of mass states that the mass of a body can neither be created
nor destroyed. Therefore, if there is no exchange of material with the surroundings, the










ρ(x, t)dV = 0 (A.14)
where ρ0(X) and ρ(x, t) are the reference and current configurations mass densities,
respectively. The equation (A.14) is the balance law that can be converted to field
equations valid at each point of the body. Taking the first part of the equation, the
domain Ω0 is not dependent on time, therefore, the time derivative operator can be
moved inside the integral sign ∫
Ω0
D
Dt [ρ0(X)]dv = 0 (A.15)
Hence the field equation for mass concentration in the reference configuration is
ρ˙0(X) = 0 (A.16)
In the case of the field equation for mass conservation expressed in the current config-
uration, the volume integral is over Ω, which changes with time. Using the variable
substitution x = χ(X, t), and the definition of Jacobian, dv = J(X, t)(X, t)dV , the mass
conservation in current configuration can be rewritten as∫
Ω0
[ρ0(X)− ρ(χ(X, t), t)J(X, t)]dV = 0 (A.17)
where V is a generic volume of the solid. Hence, the previous equation must be fulfilled
everywhere, leading to the continuity mass equation
ρ0(X) = J(X, t)ρ(X, t) (A.18)
A.3.2 Conservation of linear momentum
Focusing on deformable bodies undergoing large deformation, the balance of linear
momentum can be stated as the sum of surface and volumetric forces acting on a body
are equal to the time derivative of the linear momentum of the body. Mathematically,
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where v(x, t) is the velocity field, t is the Cauchy vector field of surface tractions acting
on the surface of the body ∂Ω in the current configuration, and b is the vector field of
body surfaces per unit current volume.
Applying the Cauchy stress theorem, the divergence theorem and the conservation of
mass principle, Equation (A.19) can be expressed as∫
Ω
[divσ + b− ρv˙]dv = 0 (A.20)
which is called Cauchy’s first equation of motion. This relation holds for any volume,
therefore, it can be rewritten in local form as
divσ + b− ρv˙ = 0 (A.21)
This expression can be also presented in the reference configuration which is written as
divP+B− ρ0V˙ = 0 (A.22)
A.3.3 Conservation of angular momentum
Focusing on deformable bodies undergoing large deformation, the balance of angular
momentum can be stated as the sum of moments from surface and volumetric forces
acting on a body are equal to the time derivative of angular momentum of the body. In












where x is the position vector.
Applying the Cauchy stress theorem and the divergence theorem on the first term on
right side of the equal, Equation (A.23) is expressed as∫
Ω
x× [ρv˙− divσ − b]dv =
∫
Ω
ϵ : σTdv (A.24)
where ϵ is a third order permutation tensor.
Using the equation of motion previously described, it is obtained that ϵ : σT = 0,
and therefore, the equivalent condition
σ = σT (A.25)
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A.3 Balance laws
Hence, the balance of angular moment is satisfied if the linear moment and Cauchy stress
is symmetric.
A.3.4 First law of thermodynamics
Considering a body B as a closed system occupying a region Ω with a boundary surface
∂Ω at time t, that has an internal volumetric heat generation r and heat flux q through
the boundary to the surrounding, and is exposed to a surface traction t and body forces
b, the first law of thermodynamic state that the rate of energy increase in the system is
equal to the sum of the rate of heat supplied to the system and the rate of work done by
external forces on the system.




















b · vdv (A.26)
where e is the specific internal energy per unit volume.
The first term of Equation (A.26) that expresses the time derivation of the internal



















e˙J + eJ˙ + 12
D
Dt (ρ+ J)v




(e˙+ edivv+ ρv˙ · v)dv
(A.27)
Combining (A.26) and (A.27), and applying the divergence theorem to the rate of heat
supply to the system and the rate of work done by the external surface forces, the field
equation for the energy conservation in the current configuration can be obtained from
the Cauchy’s first equation of motion Equation(A.21) as
σ : d− divq+ r = e˙+ edivv (A.28)
In the same way, the field equation can be expressed in the reference configuration as
P : F˙−DivQ+R = e˙0 (A.29)
A.3.5 Second law of thermodynamics
The second law of thermodynamics states that the entropy of a thermally activated isolated
macroscopic system never decreases. In addition, for a deformable it can be written as
the rate of entropy accumulation in the system is equal to the sum of the rate of entropy
input through heat transfer, rate of entropy input due to volumetric heat generation and
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rate of entropy production due to irreversible processes, that mathematically is expressed
































where η0 and η are the entropy of the system per unit reference and current volume,
θ0(X, t) and θ(x, t) are the temperature of the system, and Γ ≥ 0 is the entropy generation
rate due to irreversible mechanisms. These equations are referred as the Clausius-Duhem















A.4 Hyperelastic constitutive equations
A hyperelastic material postulates the existence of a Helmholtz free-energy function Ψ
defined per unit of reference volume as
Ψ = e0 − θ0η0 (A.32)
This thermodynamic potential measures the useful work from a closed system considering
constant temperature. For the definition of Ψ it is possible to obtain the rate of internal
energy as
e˙0 = Ψ˙ + θ˙0η0 + θ0η˙0 (A.33)
A constitutive equation is a relationship between the strain and some physical variables
such as stress and describes the mechanical behaviour of a specific material. Regarding
the development of constitutive equations, these need to satisfy the balance laws in order
to ensure thermodynamic consistency. In this regard, it is possible to combine the first
Equation (A.29) and the second law of the thermodynamic Equation (A.31) to express













Expanding the divergence operator this equation can be rewritten as




A.4 Hyperelastic constitutive equations
Inserting the expression of e˙0 Equation (A.33), it is possible to obtain
P : F˙− Ψ˙− θ˙0η0 − QGradθ0
θ0
≥ 0 (A.36)
Finally, assuming that Ψ is a function of the deformation gradient, temperature and
















This Appendix introduces the planes of the grips designed specifically for the tensile test































































Figure B.2 Upper grip.
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Figure B.3 Caps.
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